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suMMARY

Thi.s report supersedes th5t on
inetrumm.ts, publidwd in 19f!l a3

aircraft power-plad
N.A.C.A. Teohnicd

Report No. - ifi9, which h now, on tha whole, obsokie.
Airerajt power-pki ktrument$ inchqi.e tachOm.Wr8,
engine thermometers,pwmwe gagee,j*ntdy gqkx,
fuel $ow nwters and indicuiors, and man~old premure
gagti. The report in.chuk a dewription of the wm-
mO?dyused typt% and 80?7uohrs, ihe unden?yingprin-
oipb wiilimd in the design, and some d+%i.gn&. Tha
iniWeni! error8of th hstrumen#s, h methodsof making
laboratory te3ta,o%wripticm of tha test apparaiu8, and
duta in cowiderable. detail on the performance of com-
mordyused i?wtrumenisare pr.wnkd. Standardh.8tru-
meni8 and, in casex where d appears to be of intered,
tho8e wed a-s secondary standurds are dewribed. A
bibliography of importani articla is inc-lwded.

INTRODUCTION
PREFATORYNOTE

A general report on power-plant instruments was
prepared at the Bureau of Standards in 1921 for the
National Advisory Committee for Aeronautics (refer-
ence 6), which dealt maidy with instruments developed
during the war. During the last 10 yeare aircraft
instruments, including power-plant instruments, have
undergone intensive development. This report covem
the present statue of power-plmt instruments and
was prepared at the Bureau of Standards with the
approval and financial assistance of the National Ad-
visory Committee for Aeronautics. A large amount
of the material presented was obtained dur@ the
course of cooperative work with the Buieau of Aero-
nrmticaof the Navy Department.

TYPESAND FUNCTIONSOFPOWER-PLANTINSTRUMENTS

Power-plant instruments are taken to include all
types of instruments which are used on aircraft to
indicate or record the performance of aircraft engines
in flight. The instruments and the quantities meas-
ured are listed below:

Jmtnunenb
Tachomekm--------------
Recordingtachometers-----
Running-tiiemeters-------
Enginethermometers-------

Pre&mregage13-------------
Fuelquantitygagea--------
Fuelflowmeterc-----------
Fuelconsumedmeterc------
Combustionindicators------
Manifoldpreasumgages-----

OuOntitYmeamred
Engine;pccd;

Do.
Servicetiie of engine.
Temperatureof lubricant,cooling

liquid,or cylinder.
Preasumof lubricantor fuel.
Quantityof fuelavailable.
Rateof fuelconsumption.
QutintityOffud COIMLUllOd.

Degreeof fuelcomlmstion.
Absolutepreaureinintakemani-

fold.

While powir-plant instruments are of value to the
pilot in connection with the normal operation of the
mgine, their function is also to assist him in detecting
md locating the fit sign of trouble. Their depend-
~bility thus becomes n matter of prime importance.

SCOPEOFTHEREPORT

The discussion of each ty-pe of power-plant instru-
ment inoludea a statement of the und&lying principle
used in making the mesaurement, a description of the
instruments oommonly used, the methods of making
laboratory tests and data on the performance of
ty_pical instruments. In addition the standard in-
struments need in making the laboratory tests are
described in most cases and, where it appears to be of
interest, seoondary standard instruments also. In-
struments and methods not commonly used in aircraft
but which are either of interest in this connection or
have possible application in the future are briefly .
described.

RECENTGENERALDEVELOPMENTS

Many developments during the past deoade have
affected aircraft instruments as a class. These have
included the design of instruments having a linear ver-
tioal scale (now largely obsolescent), the standardiza-
tion (and decrease) of the diameter of the dials of the
commonly used inetrumeniw, a general improvement
in over-all performance, and the adoption of a clock-
wise direotion of rotation of the pointers for increasing
valuw of the quantities measured. There has been a
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number of other developments relating to power-plant
instruments alone; and of these, two are mentioned
as noteworthy-fit, the improvement in the design
and development of new types of distantAndioating
electrical instruments and, second, the gradual devel-
opment of various typw of fuel flow meters.

A. VERmCALSCALEkSTRWWJNl%

Instruments having linear vertical scales were de-
veloped primarily in order to conserve the area of the
instrument panel. Examplc9 of power-plant instru-
ments of this type are shown in figuw 6 and 40.
The design is particularly desirable in aircraft powered
by more than one engine, since the several instruments
can be mounted side by side, tmd synchronization is
indicated when the pointers all lie in a horizontal line.
Owing to the limited length of scale, the necessity for
complicating the mechanism in order to obtain a mo-
tion of the pointer sufbiently linear, and the relatively
high cost of manufacture, the vertical scale instrument
is rapidly becoming obsolete.

B. STANDARDIZATIONOFCASESIZES

Imgely through the initiative of the Bureau of
Aeronautics of the INavy Department, experimental
&-speed meters, altimetem, and tachometers w-ore
constructed by manufacturers in 1928, the diameter of
the dials of which was reduced to 2X inches and the
casw made uniform as regards mounting dimensions.
I?urther,engine thermometers and fuel-and oil-pressure
gages were made tith uniform cases but with a smaller
dial (1%i.nchw in diameter). These new dial and case
dimensions were adopted as a standard by the Army
and Navy Standards Conference of February 1929.
Since then practically all service instruments have been
standardized in one or the other of thwe two dial sizes
with the corresponding mounting dimensions. In
addition to the military air services, the Society of
Automotive Engineers has also adopted the two new
sims as standard. The reduction in size is noteworthy.
The did of the tachometer previously considered
standard was 3% inches in diameter and that of the’
pressuregage and thermometer 2 inches. The reduced
size permits a reduction of the center to center distance
between two taohometirs mounted side by side from
4%to 3X inches Examples of instrumentswith the new
dial sizes are shown in figures 5 and 32.

C. UrmoR~ DIRECTIONOFPOINTERROTATION

Uniformity in the direction of rotation of the
pointem (clockwise) with increasing valuw of. the
quantity measumd, the advantages of which are
obvious, is now an accepted requirement. As an ex-
ample the pointer of the altimeter formerly rotated
counterclockwise with increasing altitude while that of
the tachomei%rrotated clockwise with increasing speed.

CO~E FOR ADRONAU’ITCS

D. fimm

The connections ,of the flexible shaft to the tachom-
eter and to the engine have been standardized.
Details are given later in the subsection on “Flexible
drive shafts. ” The fittings on fuel quantity gagea and
manifold pressure gages for connecting to the lines of
copper tubing have also been standardized both as to
type and size. This fitting is described on page 26 of
reference 20. A similarbut different size fitting is used
on fuel and oil pressure gages. Aluminum tubing and
fittings are coming into use where practicable.

E. DISTANT INDICA~G ELEmRICAL INSTRU~ENTE

In multi-engined aircraft and in lighter-than-air
craft of the dirigible type, remote indicating instm-
ments are required. This has led to improvement in
the design and performance of electrical tachometers
and the development of new types. As a result an
electrical tachometer of the direct-current type with
much improved perfommnce and weighing leas thrm
3 pounds, complete, is now available. Its indicator
has a range of deflection of the pointer of nearly 300°
of arc. (See fig. 12.) Tachometers of the alternating-
current type have been developed by manufacturers.
An electrical tachometer depending for its operation
on the charge and discharge of a condenser has been
developed, although it is not commercially available
at the present time.

The thermocouple, the unbalanced Wheatstone
bridge, and ohmmeters have been adapted for making
measurements of temperature and other quantities on
aircraft. Oil-pressure gages and thermometers utiliz-
ing an ohmmeter and thermometers of the thermo-
couple type are available. Types of electrical instru-
ments which are independent of an outside source of
dectrioal energy are preferred, other qualities being
3qual.

F. IMPROVBWNTSIN PERFOR~ANCE

The performance of most of the existing types of
instrumentshas been slowly and sterdily improved by
minor modifications in design and more careful selec-
tion of the materials used in fabrication. This has
been brought about in large part by the stimulus of
~h~meg made from time to time in military specifica-
tions. For example, a decided improvement followed
the introduction of a definite vibration test, and poor
performance at low temperature wa9 largely 131imi-
mated by requiring that tests be made at —35° C.
instead of at —10° C. or – 20° C. Further improve-
ment in tachometers appeam to be desirable with
respect to the scale errors, the ability of the instru-
ments to withstand vibration and to operate success-
hdly under conditions of extreme low temperature.
Phe trend has been toward more rigid inspection and
testson the part of both the instrument manufacturer
md the buyer.



(3. ILLUMINATION

The primary numerals and graduations, and the tips
of the pointers of most service instruments are coated
with luminom radium paint. This procedure haa con-
tinued in spiteof the development of methods of indirect
electric illumination of the instrument board. The
radium paint has the definite advantage of simplicity
and the disadvantage of being more expensive.

Radium paint becomes brown with age and loses its
luster which is stated to be caused by the use of poor
oil in the adhesive. No short-time twt for det?mnin-
ing the quality of radium paint is known. Exposure
of both good and poor radium paint to ultra-violet
light and to temperatures up to 100° C. have failed to
show any marked difference in behavior.

TACHOMETERS

USEFULNESSOFTACHO~RS

A tachometer is an instrument which indicatea speed
of rotation and is used in aircraft to indicate cxm-
tinuously the speed of the engine crankshaft. The
instrument is usually actuated by the camshaft, which
on the conventional four-stroke cycle engine rotates at
one half the speed of the crankshaft. The dial of the
instrument is commonly graduated in revolutions per
minute of the crankshaft.

It is desirable to lmow the rotational speed of the
aircraft e~e during, first, the course of norpml
operation; second, the flight testing of aircraft; and,
third, the choice or adjustment of the propeller.

During the course of normil operation a knowledge
of the speed is required before taking off in order (a)
to determine that approximately the maximum power
is available, and during flight (b) to detect engine
trouble; (c) to maintain any desired speed in the case
of a single engine or to synchronize approximately all
engines at a given speed in multi-engine installations
(in the latter case the final adjustment of the speeclis
normally made by listening to the beats in the sound
produced by the propellers); (d) in emergencies, in
combination with an air-speed meter, to indicate the
deviations from level flight.

(a) Before taking off, the speed of “the engine is
observed while it is operating at full throttle. Under
these conditions the maximum speed attained by the
engine is somewhat lower than when the aircraft is in
level flight at full throttle at a low altitude. Any drop
from the usual value of this speed indicates improper
functioning of the engine and the procedure is thus a
simple test of the operating condition of the engine.

(b) Complete or even partial failure of a few engine
parts results in a change in the operating speed, the
indication of which should be of value to the pilot.

(c) It is generally assumed that all engines give
service freer from trouble when operated somewhat
below the normal maximum rated speed. This

reduced speed referred to as the “cruisii speed” is
determined by a number of factors such as smoothness
of operation, rate of fuel consumption, etc. The
tachometer indicates whether or not this desired speed
is being maintained.

(d) Descant or climb of an aircraft is always accom-
panied by an increase or decrease, respectively, in the
rotational speed of the engine together with an increase
or decrease in the air speed, provided the engine con-
trole remain in the same position. It follows there-
fore that a combined knowledge of the engine speed and
the air speed may aid in indicating deviations from
level flight.

In normal operation it is also desirable to synchro-
nize the speed of engines on multi-engined airplanes.
The tachometer is too insensitive to do this accurately.
When the speeds are nearly the same, beds are dis-
tinctly heard which afford a measure of the difference
ti the speeds and a guide to synchronizing.

In the flight testing of aircraft it is necessary that
certain conditions of operation remain constant, one of
which is the rotational speed of the engine, while
changes in other conditions of operation are measured.

A knowledge of the rotational speed of the engine is
necessary when determhing the suitability of the pro-
peller or propeller setting. The use of a propeller
whose pitch angle may be varied during tlight requires
a knowledge of the engine speed in order that the pitch
setting may be adjusted properly.

CLASSIFICATION

It is obvious that the indication of the speed must
be at a distance from the aircraft engine, and this
involves the use of instruments commonly called dis-
tant-indicating. Tachometers are clasdied hereon the
basis of the particuhmmeans used to connect the indica-
tor tc the engine or the actuating element at the engine.
Common methods of making this connection are by
means of (a) a flexible shaft rotating at a speed propor-
tional to that of the engine (6) an electrical current
controlled by an element rotated by the engine and (c)
anairpressuredependent on engine speed. Instruments
with these respective methods of transmission will be
called the mechanical, electrical, and pneumatic @pm.

The mechanical type includes the centrifugal,
chronometric, magnetic drag, viscou9 dr~~, inertia
and a number of other tachometers.

The electrical type includes the direct current, the
alternating current, the solenoid-operated chrono-
metric, and the commutator-condenser instruments.

The various pneumatic instruments are the same in
principle and diiTeronly in design de@.

Other types of tachometers are essentially uneuited
for use on aircraft. These instruments include the
tachiscope, the various forms of stroboscopes, and the
electrical type utdizing synchronous motors. The
resonance or vibrating reed instrument has not been
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used on aircraft up to the pnmnt but may be of pos-
sible use in the future.

BUWHANICAL TACHOBU3TElW

Instruments of the mechanical type are used more
extensively on aircraft than the others due to their

FmuEEL—Dfagmmofcmirffugaftiahometer.

relatively low ccst and their reliabili~ of operation.
These tachometers are operated by means of n flexible
drive shaft extending horn the engine to thetachometer.
The latter is usually installed on the instrument board.

The praeticrd impossibility of obtaining smooth per-
formance from the long drive shaft needed to comect
most outboard enginw to the tachometer on the instru-
ment panel hss led to the practice in such cases of
attaching the tachometer to the engine mount in such
a position that the dial may be readily observed from
the cockpit. Obviously this arrangement is unsatis-
factory and especially so when the weather is unfavor-
able for good visibility.

A. CENTRIFUGAL!lUCHOhfETERS.

Principle of operation.-In this instrument the
ecmtrifugalforce produced by the rotation of weights is
balanced by a spring. The deflection of this spring is
a measure of the speed of rotation and is indicated by
a pointer after magnifkation by means of a suitable
mechanism. A diagram of a typical mechanism is

COHTJT3E FOR AERONAUTICS

shown in figure 1. The centrifugal element is similar
to that of the fly-ball governor, and usually eensists of
2 or 3 brass weights A (fig. 1), eaehpinned to 2 links L.
The upper W are attsched to sleeve D which is
clamped to shaft S, and the lower links to sleeve E, .
which is free to slide along the shaft. The two sleevw
are held apart by the helical spring B. The flex-
ible drive shaft is connected to shaft R and drives
shaft S through gear G. As the speed of rotation of
the weighti is increased, they fly outward and draw
sleeve E upward, thus eompreasingspring B until the
eentriffigal force is balanced by the fores exerted by
the spring. A pin or shoe F held in bearing on the
sleeve E by the hairspring H is deflected upward as
the spring is eompresaed. This deflection is ampliiied
and transmitted to the pointer through the sector and
pinion as shown in the figure.

Filementiwytheory.-An expression for the deflec-
tion of the sliding sleeve E is easily obtnined for the
simple form of mechanism shown in figure 2. Since
it is obvious that the expression to be derived will bo
independent of the number of revoltig masses and
links, the sum of the massesand the sum of the tensions
in the links only will be considered. It is maimed that
each of the masses is pivoted at its center of gravity
and that when the speed of rotation is zero the main-

Raum2.-~Ia8mmofcentrffwalelementoftaohomebr,

spring is under a eompressional stress and the effective
radius of the masses is not zero. The sum of the
tensions Tin the lower links of the mechanism due to
the centrifugal force acting on the sum of the revolving
masses m is equal to

T=m(r+r.)w2
25ina

(1)
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where r. is the distance of the center of gravity of mass
m from the axis of rotation when the speed is zero,
(T+TJ is the distance when the angular velocity is
co,and a is the angle between the link L and the axis
of rotation. This tension is balanced by that due to
the compressive force F exerted by the spring rmd the
gravitational weight of mass m. Therefore

(2)

where g is the acceleration of gravity.
The Comprdve force F= sd+ sd’ where d is the

deflection of both the sliding sleeve and of the spring,
d’ the initial deflection of the spring, ands the stiflnws
of the spring. The stificas is defined as the load
required to produce unit deflection.

Substituting sd+ sd’ for Fin equation (2) and equat-
ing the identities of equations (1) and (2) there results

()s(d+d’) . ma? ~+ro mg——
Cm a ‘2 Silla 2C0Sa

(3)

The first term on the right-hand aide of equation (3)
is usually large compared to the second term so that
the Iattei is dropped.

From the geometry of the linkage the following
relations are obtained:

(4)

L here represents the length of one of the links.
Substituting these values of sin a and cos a in equa-

tion (3) there is obtained: ‘

2s(d+d’)
(7)“’- (2L-@(;+ &&

)

It is convenient to express the deflections d and d’
h percentages of the length of the link L. Thus
d =KL and d’ =il.K Also more convenient units are

2~N
obtained by using the relations m = ~ and m=~

9

where N is the number of revolutions per minute and
w is the weight of mass m. Substituting these values
for d, d’, O, and m in equation (7) and taking the
square root of both sides of the equation there resuk

‘=+Z3%G)‘8)

If TOand L in the above equation are in inches and s
is in pounds per inch, g must be expressedin inches per
second per second.

The relation between K, the relative deflection of
the sliding sleeve, and N, the speed of rotation of the
weighb, given by formula (8) was computed for the
caae when M=O, WE O.054pound, g=386.4 inches per
second per second, s = 10.8 pounds “perinch, and rO/L=
0.625 and is given in figure 3. These values were
obtained by measurements made on a Jones tachom-
eter. The graph shows that for values of K from 0.2
to 1.0 the relation betweauK and Nis SufEcientlylinear .
for practical purposes and that the curve is concave
up-wardfor lower values of K and concave downward
for large values. It can be further shown that when
M= O, only rO/Lneed be considered as a factor in
affecting the extent of the linear portion of the curve.
As the values of rO/Lare increased up to 1.0, the ap-
proximately linear portion of the curve is estended

1.2 I I

Compufed .,

1.0 4

,8 / /

?
~ .6

G .4 A

.2

0 I,am 2,aw 3,m 4,~ ~~
S@eed of rotaticm of weights, r. p m

RawrmI-Comput&fandexperimentalvalnmoftheratioof thedaktfon d of
theslkifngrollertntnelengthLOftheUnkfer~fulotu.spmlsofrefaffenoftie
W@tS ofaJonescenhifngeltachometer.

but slightly beyond the limiting values of K given
above but the rate of ch~e of curvature is much less
for the values of K beyond these limits.

The deflection of the sliding sleeve corresponding to
the rate of rotation of the Jones tachometer was also
measured and is given in figure 3 by the curve marked
“observed.” The agreement is not good with respect
to coincidence which is probably due to the fact that
the initial tension M in the spring was not zero, as
assumed in the computation, and that rOwas taken as
the distance from the axis of rotation to the pin
instead of to the center of gravity of the w~oht. No
attempt was made to eliminate the discrepancy by
additional measurements since the formula is suili-
ciently established for use in obtaining ht-order
accuracy.

Description of centrifugal instruments,-A number
of centrifugal tachometers are made in this country.
The Stewar&Wmner tachometer is shown in figure 4,
the Pioneoi in figure 5, and a Pioneer experimental
vertical scale instrument in figure 6. In the latter
‘instrument the two links holding the weights also act
as the main spring.
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The principal ditlerefice between the various makes attached to the pointer shaft. In order to reduce the
of aircraft centrifugal tachometers liw in the method of pressure of contact between the pin and the rotating
transferring the deflection of the sliding sleeve to the flange to the allowable minimum it is the practice to
multiplying mechanism. This is the point at which employ a hair spring as light and as flexible as possible.
practically all of the wear tiecting the calibration of The maximum deflection of the main spring of n
the instrument occurs. In the Pioneer tachometer centrifugal tachometer is usually large. Thus for
(fig. 6) the contact point is on the ssis of the main the instrument for which data are given in figure 3
ahaft which has been bored to permit the insertion of a the deflection at the highest speed is over one half of
plunger the outer end of ivhich is connected with the the original length of the helical spring. Due to
multiplying mechanism. In the l?riez tachometer a limitations of space it is practically impossible to de-

—. . .

!

1

I
,— —.. . ..— ._. . ___ ,_ .,_.

~GURE4—Mdmnfsmml&d of the Stm@Wamer cmtdtogd tachometer.

sapphire pin attached to the primary lever of the
multiplying mechanism bears against a flange on the
sliding sleeve. In the StewarkWarner tachometer,
shorn- in ilgure 4, a shoe made of wear-resisting alloy
is pivoted to the primary lever of the multiplying
mechanism md bears against a hardened steel flange
which has been forced onto the sliding sleeve.

When a sapphire is used to transmit the deflection of
the sliding sleeve, it should be provided with metallic
reinforcement. Experience has shown that the ac-
celerative force accompanying -asudden opening of the
throttle is in some instancw great enough to fracture
the jewel.

In all of the mechanisms described the force exerted
on the sliding sleeve by the m~tiplying mechanism at
the contact point is that imposed by the hair spring

sign a spring suitable for the purpose that is not highly
stressed at the higher speeds of the rango of the in-
strument without at the same time reauirhw an exces-.
sive magnification of the deflection of the sli~g sleeve.
.It is essential therefore that the mahi spring be made
of a material having a high elastic limit.

It is the practice in this country to operate the
governor elements of aircraft centrifugal tachometers
at a speed four times that of the drive shaft (twice the
speed of the engine crankshaft) which is accomplished
by means of suitable gearing. (See fig. 1.) This
greater speed permits the use of smallerrotating masses
and a reduction of the dimensions of the instrument.
The error introduced by tipping the instrument is
greatly minimized by operating the governor elements
at the higher speeds. An exception to this practice,
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however, is found in one model of the Relitmce tachom- peratures largely due to congealing of the lubricant,
eter in which the gearing is eliminated and the but this disadvantage would be obviated by the devel-
govemor element is rotated at the speed of the cam- opment of a more suitable lubricant.
shaft.

The stmd’md ran~e of &homek used in the mili- (kItONODiIKCEtICTACHOME~R “

tary air services is n~w 500 to 3,000 r.p.m. correspond- Prinoiple of operation,-’lle chronometric tachome-
ing to a pointer motion of Iti revolutions (fig. 4). The tir is essentially a revolution-counting device, the
graduations are usually evenly divided. The gradua- operation of which is automatically governed by an
tions below 500 r.p.m. are not needed and are omitted escapement mechanism so as to integrate and indicate
since it is not practical to obtain accurate indications Periodically the number of revolutions of the drive
owning to the-much smaller deflection of the spring ~haft. -

FmIJEE &—Dialandm@mnfanofthePfonearcenkifnseltachometer.

per unit change in velocity. Thus in figure 3 the The ewential parts of the mechanism of the ordinary
change in deflection measured when the speed of the
weig~ts (two timca engine speed) is changed from Oto
1,000 is only about one half of that when the speed is
changed from 1,000 to 2,000 r.p.m.

Characteristicsof centrifugal tachometers.—The cen-
trifugal tachometer is simple in design and inherently
rugged. It indicates the instantaneous speed with but
negligible time lag and independently of the direc-
tion of retation of the drive shaft. Its mechanism is
easily adjusted to correct small errors in indication,
which is an advantage in manufacture and mainte-
nance On the other hand, the centrifugal tachometer
is diilicult to lubricate after installation and of course
requirca the use of a flexible drive shaft. The fric-
tional drag of the latter increasea greatly at low tem-

chronometric bhometer are (a) driving mech=,
(b) escapement mechmkm, (c) power supply for the
escapement mechanism, and (d) counting mechtim.

Van Siclden.-Referring to figure 7, which is a dia-
gram of the Elgin-Van Sicklen tachometer, the driving
mechamism is identified by the letters A and B and
includes a mechamism to rectify the motion of the
drive shaft, whether clockwise or counterclockwise,
into a unidirectional motion of rotation. The escape-
ment mechanism, shown in the figure at C, governs the
speed of rotation of the cams, one of which is shown at
J. The power supply for the escapement mechanism
is contained in drum M and consists of rLspiral spring,
the inner coil of which is fastened to the shaft con-
nected with tlm driving mechanism, while the outer
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coil normally bears with some friction against the
inner cylindrical surface of the drum. This mechanism

I
~GWEE6.-Plonmrcmtrlf(@tachometerwftblfnew-.

transmits a torque sticient for rotating the cams,
slippage ocmrring when the torque becom-~ axcessive;
The counting mechanism is identified in the figure by

counting gear D is first placed in mesh for a period of
one second with gear F which is actmdad by the drive
shaft. The engagemetit of the two geara D and F is
produced through the intermediate gear E actuated by
a cmn, one lobe of which is shown at d. By moans of
a pin and floating link mechanism shown at G, gear H
and the pointer which is rigidly fastened to the samo
shaft as gear H, are caused to rotate through an angle
proportional to the total number of revolutions over a
period of one second. Gear H is essentially a ratchet
gear and is provided with a pawl which is also actuated
by a cam (not shown in the figure). At the end of the
one second period the pointer remains stationmy while
the counting gear D is diseng~ed and, by means of
the hair spring K, returned to its initial position, At
the end of the following second the cycle is repeated.
If the speed of the drive shaft has increased, the pointer
is caused to increase its red.ing to correspond with tho
new average speed. If the speed has decreaaed, the
pointer is released by- the aforementioned pawl and
under the influence of hairspring L returned to” a
position ccrreaponding to the ~ecreased speed.

The complete cycle of operation requires 2 seconds of
time. When the speed varies greatly, the resulting
periodic fluctuation of the pointer is disconcerting.
When the speed varies only slightly, the pointer will
change its position at the end of every 2-second interval
by steps of 10 r.p.m. due to the fact that tlm number of
teethgn gear His 250 while one revolution of the pointer
corresponds tQa speed range of Oto 2,500 r.p.m.

Shortly after the introduction of this instrument by
the manufacturer its mechanism was greatly improved
by substituting the double-roller type for the single-

RG~ 7.—Dl@uaEmof Van Sfckhn (ElgIn) uhmnmnetrfc tachometer.

gears D and H. Its function is to produce a deflec- roller type of escapement. See figure 8 and reference
tion of the pointer corresponding to the speed of the 23. This has resulted in more certain starting and
driving mechanism. longer life. The balance wheel of this escapement is

The operation of the instrument (reference 29) may of the bimetallic form commonly used to secure
be understood by again referring to iigure 7. A temperature compensation.
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Haaler and Jaeger tachometers.—Two additional
makca of chronometric tachometers, the Hasler” Tel”
(reference 25) and the Jaeger, both of which are
imported, are being used to some extent. All of the
chrcmometric tachometers are fundamentally similar
with regard to the principle of operation. The chief
diflerencca between them lie for the most part in the
details of design and arrangement of their component
parts. The following table gives a few of tip principal
characteriaticaof recent models of each of three makes
of tachometers.

~~~----I-----ITasilarTd--.- . . . ..- . . . . . . . . . . . . . . . . . . .
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Comparison of centrifugal and chronometric tachom-
eters,—The chronometric tachometer has many of
the characteristics which are desirable in an instrument
designed for use on aircraft. In comparison with the
centrifugal tachometer three favorable characteristics
are outstanding: (a) Low speeds in the range Oh 500
r.p.m. are indicated; (b) the indications have an equal
or greater initial accuracy and maintain this accuracy
throughout the life of the instrument; and (c) the
indicdons are free horn lag due to fiction in the
mechanism. In addition to thcae comparative advan-
tages the chronometric instrument has (d) a scale
uniformly divided in units of r.p.m. and is (e) may to
adjust for minor deviations from the proper calibration
which is done by adjusting the period of the balance
wheel.

The instrument suffers by comparison with the
centrifugal tachometer in that (a) the indication
follows changea in speed at intervils of 1 or 2 seconds,
depending upon the design, which experience shows is
troublesome in estimating the average speed during
minor fluctuations, and (b) the average speed of the
previous interval of time is indicated, not as is more
dcairable, that at the instant of observation. The
centrifugal tachometer indicates the instantaneous
speed with a lag caused by the inertia of the mech-
rmism,which has, however, the practical advantage of
smoothing out the minor rapid fluctuations in speed,
thus aiding the observer in determining the average
speed. A further point against the chronometric
instrument which is perhaps secondmy is (c) that the
mechanism is inherently complicated and, in a number
of designs, not sticiently rugged for aircraft use.

C. OTHwi MECHANICALTAmOMETnRS

Other ingenious mechanisms have been dwigned for
measuring speed of rotation by direct coupling to the
rotating body. Most of these have no advantage over
the centrifugal or chronometric tachometer for aircraft

use. A few of these mechanisms will be briefly
described.

Magnetic tachometer.-Primipfe and ckscriptwn:
The magnetic tachometer desigped for use Qn.aircraft
is similar in principle t6 the magnetic speedometer
commonly used on automobiles (references 1 and 21).
The instrument consists of a permanent magnet which
is mechanically connected with, and rotated by, the
engine through a length of flexible shafting. A metal-
lic disk or cylinder, usually of aluminum, is mounted
axially in close proximity with the rotating magnet
and is restrained from revolving by a hair spring. As
the permanent magnet is rotated, eddy currents are

Double roller escopemeni

Siqle roller escapement

FIGUEE&—D@wnbf doubleandsII@erolhresa~anta

induced in the disk, the magnetic field of which intar-.
acts with the field of the permanent magnet so that the
disk is subject h a couple tending to rotate it with the
magnet. In short the principle of operation is that of
Arago’s disk, which is described in most text books of
physics. Since the induced torque is a function of the
speed of rotation of the magnet, the angular deflection
of the disk is a measure of the speed. For use in air-
craft a pointer is attached to the disk, and a dial
graduatad in r.p.m. is provided.

An attempt waa made to adapt the instrument to
aircraft use in 1918. The Warner instrunmnt is de-
scribed in reference 1, and 3 German typos in refer-
ence 7, A later development is the A C instrument
(reference 38), which has not come into any extended
use. The weight of the latter instrument is 20
ounces.

Charackri.8tim.-The magnetic drag tachometm is
simple in design and construction and has a smooth
pointer motion. Mechanical wear of the parts ailects
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the clearance between the disk and rotating magnet,
giving rise to relatively large changes in calibration.
h the latter respect the performance of the instrument
appeam to be more dependent on wear than that of the
centrifugal tachometer. It is also necessary to shield
the instrument magnetically in order to avoid inter-
fering with the indications of the magnetic compass.
The indicating disk has a free period of vibration,

. quite large in compmiacmwith that of commonly used
tachometers, which gives rise to a relatively large time
lag in indicating a varying speed.

Inherently the instrument indications are rece-
ssivelyailected by temperature, but methods of com-
pensation have been developed which are sufficiently
effective for automobile speedometers and perhaps
promising for aircraft tachometers.

The earlier methods of temperature compensation
depended upon changing the air gap in the magnetic
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for friction sufficient to hold a given position, and has
attached to it a ~d strip (not shown in the figure)
which overhangs the brass disk C, almost touching
thegeax A.

At the start of a cycle of operation, the pin on mm B
engages lever E and disk C moves with the rotating
gear A, winding up hair spring D. The motion in
common of A and C is interrupted once every revolu-
tion of A by a pin fixed to the case which disengage
E ~m B. The tension in the hair spring D causes
disk C to reverse its motion and rotate, to the position
where E and B again come into contact. At the the
E and B are disengaged a pawl on arm B catches on
the strip attached to the pointer shaft so that the
pointer shaft moves with gear A. At the point where
the lever E, carried by the retqrning disk C, and the
pin on B of the advancing gear A meet, the pointer is
released by a cam action of arm E and holds this posi-

E-

D

c

Fmtmz 9.—IJmrti8tuohometer.

circuit with temperature by means of a bimetslic
strip warner, reference 5) or by a liquid-iilled capsule
me, reference 7). Later methods depend upon the
use of a magnetic shunt of copper-nickel-iron alloy in
the manner described in the section on “Electric Ta-
chometer.” DHicultias axise in this method, due to
the fact that the effect of temperature on the uncom-
pensated instient is not the same function of tem-
perature m that of the effect on the compensator.

Ihertia tachometer.-The inertia tachometer of
Swiss manufacture (Jaeger) in use abroad for many
years as an automobile speedometer is very simple and
interesting. A comparatively heavy brass gear A
(figure 9) mrrying an arm B very close tn its periphery
is rotated by a pinion at a speed proportional to the
engine apeed. A heavy disk C is mounted concentri-
c.sLIywith the gear but on an independent shaft. A
hair spring D is attached to the shaft of C and to a
member fixed with respect to the case. Lever E is
integral with disk C. The pointer shaft is free, except

tion until the above cycle is again repeatsd. The
deflection of the pointer is thus nearly proportional to
the speed of rotation. If a subsequent speed is lower,
the pointer is moved backwards by Eon disk C engag-
ing the strip on the pointer.

The average speed for the previous interval of time
is indicated as in a chronometric tachometer, with the
difference that the time intaval is variable, being
short for high speeds and long for low speeds. The
condition for obtaining an evenly divided scale is that
the inertia disk C should have a constant velocity.
This is achieved in large measure by making the scale
short – 180° of arc in figure 9. This inherently short
length of scale is a serious disadvantage to its use in
aircraft. Variation in the temperature of the instru-
ment will affect the stiffness of the hairspring and may
vary the friction in the pivots of the inertiu disk.

Other types.-The viscous drag tachometer using
either air, mercury or other fluid for operation has
entirely disappeared from use in aircraft. Inetru-
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ments of this type which have been constructed for
aircraft use include the American Waltham (reference
5), the French Atmo (reference 6), and a German
instrument by Lehmbeck (reference 7). The iirst
mentioned instrument used air and the other two used
mercury as the fluid”.

A differential drive tachometer of unique design has
been proposed by A.E.G. (German), but has apparent-
ly not been used on aircraft (reference 7).

Liquid centrifugal tachometer.—The liquid Veeder
instrument described in the section on “Testing
Equipment” in a design with a much shortened stile
was used to a slight extent in the early days of airplanes.
The measurement of pressure, as is here necessary, by
means of a liquid column involves, compared to instru-
ments of other types, (a) an excessive position error,
(b) lack of sensitivity in a small bulk, and (c) diflicul~
in retaining the liquid.

The mechanism of the fiction disk tachometer
designed by Behrens (French) (references 17 and 7)
consists of two disks, one driven at constant speed and
the other at a speed proportional to that of the engine.
The axe-sof rotation are at right angles and the edge
of the variable speed disk is in fictional contact with
the constant speed disk. The variable speed disk
moves along its shaft, which is essentially a worm gear,
until the peripheral speeds of the points of contact
are equal. The position of the disk, and thus the speed,
is indicated by a pointer comected to the disk by a
pinion and rack. The constant speed disk is also
driven by the engine, a frictional clutch controlled by
n centrifugal governor in a cylindrical barrel serving
to obtain constant speed. The instrument indicates
rotation in either direction, two pinions driven di.ifer-
entially being used with an automatic clutch so as to
d.rh the disks in a uniform direction.

In a later design, known as the Delta tachometer
and described by Aera (1926), a cone is used instead
of the constant speed disk.

The performance of the instrument is not as satis-
factory as other types (referenu 17), which, as might
be expected, is due to the d.iflicultyof maintaining the
necessary constancy of fiction under the conditions
of use.

D. fiEXIBLE DRIVEISmrrs

The flexible drive shaft used with the tachometer
consists of a torsionally stiff but otherwise flexible
driving element and a casing capable of guiding and
protecting it and retaining without leakage a suitable
lubricant. The flexible driving element is composed
of a single strand core of tempered steel wire on which
several layem of steel music wire are wound alternately
in right rmd left hand helices See figure 10. The
direction of pitch, whether ~oht or left, of the final

4070s-3-30
.

helix is made such that it tends to coil tighter when the
shaft is in use. The casing consists of an inner flexible
steel tube and an outer one of whip cord braiding.

The tachometer shaft adopted as standard by the
Army and Navy air servica has a shaft diameter of
0.150 inch and an over-all diameter of the shaft casing
of ‘Xi inch, and a spec~ed design for the connections
to the engine and to the tachometer. The standard
for aircraft (not for maxine use) adopted by the Society
of Automotive Engineers (see S.A.E. Handbook) is the
same except for slight differencesin the end connections.
Shafts according to either standard are
interchangeable. The standard shaft
as ordinarily constructed will transmit
safely a torque of not more than 8 pound-
inches when the shaft is str~~ht and a
torque decreasing from this value as the
curvature is increased.

Steel driving elements and other steel
parts become magnetized and in this
condition are a source of troublesome
error in the indications of the magnetic
compass. For this reason nonmagnetic
flexible shafting is very desirable and
is under development.

The length of flexible shafta in serviee
is limited to about 35 feet and rarely
exceeds 25 feet. They must be installed
without sharplends; the radius of cur-
vature should not be lW than about 12
inches. Operation at low temperatures
cmum failure in many instancea owing
to the stiffening of the lubricant in
the drive shaft casing and in the
tachometer.

ELECTRICTACHOMETER

Tachometer of the. electrical type
developed for aircraft use consist either
(a) of a voltage-generating element Ram m.–rw3-

rotated by the engine through a very m of a afaibla
(lrh OhsfL

short connecting shaft and a distant
indicator of this voltage or (b) of a ccnp.mutator
rotated by and at the engine and of some device
either mechanical or electrical in nature for coun-
ting the number of electrical impulses per unit of
time.

The electric tachometer is particularly suitw$ in
contrast with the meohtical tachometer, for securing
an ind.kation on the instrument board of the speed of
the outboard engines of multi-engined aircraft. There
is also the possible advantage that two or more irLdi-
cators may be connected to the same generator.
However, the cost of the electrical me is greater than
that of the mechanical tachometer of equal accuracy.
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A. DmEm CURRENTTACHO~ about 270° of arc. The indicator fit mentioned is

Essential parts.-This tachometer consists of a
installed in a fan-shaped case (fig. 11) which is mvk-
w~d to mount on an instrument panel, while the

generator attached to the engine at the point usually latter is in a case (fig. 12) the size and shape of which
provided for the tachometer connection, and a volt- conforms to that adopted as standard for aircraft

I

I ... —- —. . .

FIGURElL-GeneratorendfantypefndfcaterofWestond.a ektrfo tachometer.

meter of the moving coil type for indicating the speed.
The field of the generator is obtained from a permanent
magnet, usually of cobalt steel. The generator and

FIcmm lZ.-Indkator of the TVcston&a elecdfotachometerwith W pofnter
metlen.

the indicator me connected by means of two insulated-
electrical conduckms.

Weston.—A photograph of the Weston tachometer
is reproduced in iigure 11. Either of two types of
indicators are available for use with this instrument,
one having a pointer deflection of 120° and the other

instruments The fan-shaped indicator weighs 22
ounces, the other, 20 ounces. The generator develops
3 volts per 1,000 r.p.m. It weighs 20 ounces and is
dined to fasten directly to the tachometer fitting
of the engine. The instrument is furnished with both
the geperator and indicator individually compensated
for temperature.

Tetco.—A photograph of the Tetcc tachometer is
shown in figure 13. The indicator of this instrument
weighs 20 ounces, has a pointer deflection of 270° and
conforms in size and shape to the new standard for
the cases of aircraft instruments. The generator
develops 4.5 volts per 1,000 r.p.m., weighs 18 ounces,
and is designed to faaten directly to the tachometer
fitting of the engine.

Horn.-The Horn electric tachometer shown in
figure 14 is of Germm manufacture and is not particu-
larly suitable for use on aircraft, as is evident from the
fact that the magneto weighs 4%pounds. It develops
25.6 volts per 1,000 r.p.m. and is designed to be con-
nded with the engine by means of a short length of
flexible shafting. The indicator has a maximum
deflection of the pointer of 300°, a resistance of approx-
imately 2,400 ohms, and weighs 26 ounces.

Characteristics of d,o. tachometer.—In general the
lag in indication of these instruments is negligible.
Some dillicdty is experienced in maintaining a given
calibration due to a weakening with time of the perma-
nent magnets in the generator and indicator, and to a
zero shift of the hairsp~ in the indicator. These
possible defects are well lmown and can be avoided by
careful technique in manufacture.

.
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The d.c. instrument has long been available, but
has not been used extensively on aircraft until quite
recently. In order to be satisfactory for such use the
requireme~tsspecial to. such operaticmhad to be met
by modifications in esisting deigns. These are
outlined below.

(a) Weigh.L-The general requirement of low weight
for aircraft parts has led to the development of genera-
tors of light weight with essentially the same voltage
output as that of henvier generators previously avail-
able. However, the weight of complete instruments
at present available is inherently greater than that of
mebhrmical tachometers. The difference is not so
considerable when the weight of a long line of flexible
shafting is included with that of the mechanical
tachometer.

(b) m 8cIdeindicahr.-In order to conserve space
on the instrument board rmdat the same time secure an
adequate length of scale, an indicator with a much
greater pointer motion is required *an the 120° of
arc of the ordinary fan type voltmeter. Several
methods for increasing the r~~e of pointer motion
are now being employed. A sector and pinion mecha-
nism is used in the indicator of the Horn tachometer
shown in figure 14, by means of which an angular
deflection of the pointer of about 300° is secured.

A pointer motion of approximately 270° of arc has
been obtained in the Cirscale indicator by a unique
arrangement of the pole faces of the permanent mag-
net, one of which is split to permit the insertion of the
pointer shaft and moving coil (reference 8). A dia-
gram of the mechanism is shown in iigure 15 and a pho-
tograph of a commercially manufactured instrument
in figure 12. Securing the necessary scale length by a
greater angular deflection of the pointer has obvious
advantage. A disadvantage, however, of this indi-
cator is its lack of sufficient ruggedness to endure the
vibration to which it is ordinarily subjected on an
instrument board.

(c) Compen.@im for temperaftwe.~The indicator
and the generator must be individually compensated
for temperature, iirst, because of the range of tempers
turo to which tho instruments are subjected and
second, because the temperature of the indicator on
the instrument board may be widely different from
that of the generator installed close to the. engine.
Compensation is necessary because of the effect of
temperature on the resistance of the windings, on the
permeability of the magneh of both the generator and
indicator, and on the stifhess of the hairspring of
the indicator (reference 2).

A commercial instrument was compensated at the
Bureau of Standards in 1928 by the following method.
The air gap of the permanent magnet of the generator
was provided with a magnetic shunt of “thermally”

(reference 10). This material is a copper-nickel-iron
alloy, the magnetic permeability of which is low com-
pared with that of ferrous materials, and decrease
almost “linearly with increase in 4emperatur5:.-Zn. the
uncompensated generator the volt@e decreases with
rise in temperature which, in the generator provided
with the thermally shunt, is prevented by an increase

—-
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Fmm 13.-Irrd1catorandGeneratorofTetcod.c efechictachomehx.

in magnetic flux across the air gaps due to a decrease
in flux aoross the shunt.

The temperature coefficient of the uncompensated
indicator may be in general either positive or nega-
titie, depending upon tie desigg. Compensation was
effected in the indicator of the abovementioned instru-
ment by adding a series-parallel combination of
electrical resistances of copper and constantrm.
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(d) Rugged indi.cater.-It is oommon experience that B. kTEENATIN~ CURRENT!l!ACHO~E~R
delicab electrical instruments will not withstand vi- This instrument consists of an alternating current
bration of the severity found on instrument boards generator and a suitable indicator. The field of the
unlem mounted in some sort of shock-absorbing ma- generator consists of one or more permanent magnets,

FIOIJBEI&—Horn&a 81wMchclmmeter.

terial. In general, the ruggedness of an instrument of
a given design decreaseswith increase in its sensitivity.
It is therefore important that the generator produce as
large a voltage m possible consistent with low weight,
not only to avoid the effect of variation in brush and

FxamE 15.-DLwExIIofm@mnMmofCimmlemovingcoilhmhmnemt

commutator resistance but also to permit the use of a
1s9ssensitive indicator.

(e) Mugtiic shi.dding.-Th6 indioatom of electrical
tachomehra usually contain permanent magnets, or
electromagnets, which mak~ it essential to provide
magnetic shielding in order to avoid an effect on the
indications of magnetic compasses mounted in their
proximi~.

usually of cobalt steel. b the rotor of the generator
revolves there is induced in the stator windings an
alternating voltage the frequency of which is pro-
portional to the speed of the engine. The windings
of the stntor may be connected to secure either 1-, 2-,
or 3-phase current, depending upon the type of indi-
cator used.

If the generatar is of the single-phaae type, the
induced voltage is measured, after rectification by a
oopper oxide rectiiier, by a direct current voltmeter
calibrated in units of speed of rotation,

II the generator is of the polyphase type, the
indicator contains either a stator winding or a com-
bination of electromagnets, and a metal disk or cylin-.
der restrained from rotation by means of a hairspring.
The combination of electromagnets and u disk is simi-
lar to that in watt-hour meters The stator or electro-
magnets are wound so that a revolving magnetic field
is produced. The resulting torque tending to rotate
the disk is balanced by the hairspring. The an=glar
deflection of the disk, or attached pointer, is a measure
of the rate of rotation of the generator.

General Electric,—This instrument is of the single-
phase type and consists of an a.c. generator, d.c. indi-
cator, a saturation transformer, and a copper oxide
rectifier. The saturation transformer gives a voltage
output proportional to the frequency alone. The
generator is of the polar inductor type and has stator
windings which are coiled around a nonrotating, per-
manent magget. A soft iron spider is the only rotating
part. The indicator is supported within another caae
on a layer of sponge rubber so that it is shielded from
the effects of severe vibration. The outer caae con-
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forms in dimensions to the standard 2%-inch dial size about its sxis against the torque of a hairspring. A
case. The total weight of the instrument is approxi- pointer on the disk shaft indicates its position relative
mately 4ji pounds. to the dial. Damping of the disk is obtained by means

Pioneer.—This instrument is of the 2-phsse type of a permsmnt magnet, the ruse.of which requirca
and consists of an a.c. generator and an a.c. indicator. shielding so as to avoid affecting the compass.” Tem-
A photograph of the instrument is shown in @e 16. perature compensation is obtained by shunting a resisk

The rotor of the generator is a permanent magnet ante of the proper temperature coefficient across the
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FIGURE16.—Pioneer&c.ek.ahiotwhom8tar.A,ganeratoqB,Indhtor.

and the stator is of the 2-phase 3-wire, wound type. ] coils. The pointer moves 345° of arc for the range 400
A swamping resistance is dded so as to obtain an ~-&-
cation independent of the usual variation in the
length of leads used in service. Temperature compensa-
tion is obtained by means of a magnetic shunt. The
rotor makes 13,500 r.p.m. when the generator is con-
nected to a shaft having a speed of 1,500 r.p.m.

The indicator contains two stationary coils electri-
cally connected to the output side of the generator.
The revol~ magnetic field thus setup produces eddy
currents in an aluminum disk which is free to turn

i%3,000 r.p.m.
The weights of the generator and the indicator are

2.4 and 1.2 pounda respectively.
Comparative advantages and disadvantages.-The

principal advantage of the alternating current tachom-
eter lies in the elimination of the errors caused by
variation in the resistance between the commutator
and the brushes. The altanatimg current tachometer,
however, hss the disadvantage of weighing more than
the direct current instrument.



462 REPORT NATIONALADVISORY

C. SOLENOID-OPERATEDCHRONOMETRIC
TACHOMETERS “

Stover-Lang.-The Stover-Lang tachometer, as de-
veloped for aircraft use, consisk of n “chromometric
tachometer, a solenoid, an electric contactcr, and a
battery of 12 volts or other source of direct current.
The solenoid is mounted within the indicator and the
contactor is fastened to the tachometer adapter of the
engine. The battery, electric contaclor, and solenoid

b

Flawrm17.—Stovmhug ohmnomehic-eltiotachometer.

are connected in series. A pho~graph of the indicator
of this instrument is shown in figure 17, in which A
is the solenoid. For aircraft use the indicator has been
developed only in the vertical-scale type. The con-
tact in the contactor unit is made and broken by
means of a cam, which is rotated by the engine.

. During each revolution of the cam of the contactor
(two revolutions of the engine crankshaft) the circuit
is opened and closed two times, and thus intermi~
tently energizes the solenoid in the indicator. The
solenoid operates a pawl and ratchet mechanism which
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drives the chronometric tachometer at a rate propor-
tional to the speed of the engine.

Comparative advantages and disadvantages.-The
instrument sufhm in comparison with the d.c. and n.c.
tachometers in that (a) an outside source of current is
required, (b) it is an integrating instrument and thus
in general has inherent defects of rLrelatively long
period between indications and of not indicating the
instantaneous speed. To avoid the possibility of
_ the battery, it is essential thrd the electrical
circuit be broken when the instrument is not in use.
Up to the present (1932) the cost of this instrument
has been greater than that of the d.c. or a.c. types.

This instrument compares favorably with the d.c.
and a.c. types in that (a) a sufficiently long scale can be
obtained without loss of ruggedness or accuracy.
Although the instrument is available only in tho
vertical scale type, there is no inherent difficulty in
modifying it for installation in a round dial type case
and in securing a pointer motion of one revolution or
greater. (6) The indication is independent of changes
in the temperature of the mechanism, provided that a
lubricant of the proper grade is used and that the
escapement is compensated, which is a well-understood
and common procedure. (c) The accuracy is ordi-
narily maintained for the operating life of the instru-
ment, while with the direct or alternating current
tachometers there is possibility of changes in the
magnetism of the permanent magnet and the effect of
mechtical wenr in the generat.mw and indicatom.
(d) The scale is inherently evenly divided in speed
units as contrasted with some of the designs of a.c.
instruments.

In common with the chrcnometric types the instru-
ment is e~y adjusted to a desired calibration by
varying the periodicity of the escapement. There is
no position error.

On the whole the inherent dimdvantnges of the
instrument preclude ita extensive use.

D. CO~AIUTATOR-CONDENSFIRTACHO~ETERS

Principle of operation.-In this instrument an elec-
trical condenser is alternatiy charged and dischruged
at n rate proportional to the rotdional speed which is
to be measured.

A number of electrical circuits, of which one of the
most e%cient will be described, have been devised to
utilize this principle (reference 36). The essential
parts consist of a commutator A (ilg. 18) designed
for attachment to the engine at the tachometer
connection, an electrical condenser B of fixed capacity,
a millimeter C (graduated in r.p.m.), and n source of
direct current D. The pm-t of the circuit marked E
in figure 18 is a voltage regulator which w-illbe dis-
cuesed later. Each terminal of the condenser is
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connected
through a
from one

to alternate segments of the commutator
slip ring. A the commutator is rotated
swzment to next, the condenser is dis-

charged and ‘again charged - with electrici~ of the
opposite sign, all of which quantity of charge psssea
through the millimeter C.

The indication depends upon the voltage impressed
upon the condenser. This voltage is measured by the
millimeter C upon completing the circuit through
resistance G by means of switch F (iig. 18).

Theory,-Neglecting the inductance in the circuit
shown in figure 18, which is largely that of the moving
coil of the indicator, “the charge passing through the
indicator during the time the brushes remain in contact

F
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‘LJ1;111
Raww lS.-Electrloalmltofmmmutatur-mndensartypetachoxnetar.

with a given segment of the wmnruutatcmis given by
the expression:

Q. L?E(,-.+)
(9)

Here Q is the charge transferred in the circuit in the
time t, Ok capacity of the condenser,’~ is the resistance
in the circuit, and E is the voltage applied at the
instant from which time t starts. If t is the time
interval of contact on the commutatm, Q is the charge
passing through the indicator per contact. It should
be noted that the effective voltnge E applied to the
condenser is twice the voltage output from the voltage
regulator as the polarity of the condenser is changed
from complete charge for one direction to complete
charge in the opposite direction of flow.

The ,tital charge passing through the indicator per
second, or the current I is

I=iVQ. . . . . . go).- . . -. . . ‘--, . .-. ,, .“
where N is the product of the number of commutator
segments and the rate of rotation. Substituting for Q
horn equation (9) it is seen that

I=CEN (Pe+)- (11)

This equation shows that the current I is directly
proportional to the rati of rotation of the commutator
provided that a constant voltage E is maintained and

that the quantity e-~ be small. The value of the
latter quantity depends upon the design of the circuit,
and its constancy upon keeping the variation of the
brush-commutator resistaricewithin reasonable limits.

Automatic voltage regulator.-The automatic volfi
age regulator (reference 1) consists of fLparallel circuit
of equal resistance (E, fig. 18), both of the two legs
of the circuit being composed of fi fixed resistance and a
tungsten lamp but in revemed order. The resistance
of the tungsten lamps varies approximately with the
impressed voltage. The output voltage for thp instru-
ment is taken from the junction point of the two
resistances in each leg of the circuit. Its constancy
depends upon the characteristics of the lamps, the
current required and the variation in the voltage
supplied. In one circuit the output voltage remained
constant within 0.3 percent for values of the voltage
supplied from 10.5 to 13.5 volts. The efficiency,
detied as the power output divided by power input,
is very low in the circuits thus far dWised, not exceed-
ing 2 percent.

Instruments constructed.-These instruments have
not been used extensively in aircraft for measuring the
speed of the engine. A tachometer of this type was
constructed in 1921 at the Burtiu of Standards for the
Army Air Service (reference 34). The electrical cir-
cuit differs from that described (fig. 18) in that the
differential voltage on the condenser was that of the
supply battery and not twice its value.

Instruments operating on this principle are used to
measure the air speed of airships in which case the
commutator has been driven by a propeller or in one
case by Robinson cups (referenca 20).

Advantages and disadwuitages.-l%e commutator- “
condenser tachometer is not excessive in size and is
relatively light in weight. The lag in indication is
negligible and aircraft accelerations have compara-
tively little effect on its indications. It is easily
compensated for temperature errors. On the other
hand there is the necessity for an external source of
direct current, the necmsi~ for operating. a switch
when the instrument is not in use if a voltage regulator
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is used, and the cMculty of securing satisfactory per-
formance &m the inherently sensitive indicato~ when
it is subject to airplane vibration. Its simplicity of
design and other characteristics render this instru-
ment of posible use on multi-engined aircraft.

STROBOSCOPICTACHOMETER

This instrument consists of two parts, a device for
interruPtiI.w at an adjustable ra~ tie rays of @t

rotate the distance between two of the holes. The
speed of the propeller is obtained from the following
equation,

S“l?h

where S’ is the speed of the propeller, IV the speed of
the disk, and h the number of holes in the disk.

Many forms of stroboscopic instruments have been
developed (referencw 32, 33, 35, 40, 42, 43, and

L
FIGURE19.-fk-olxecoplatachometer.

a tachometer. Figure 19 shows a simple form of
stroboscopic tachometer utibing a small fan motor.
In this apparatus a motordriven disk, in which uni-
formly spaced holes were drilled on a circle concentric
with the disk, serves as the interrupter. The speed of
the disk is controlled by a rheostat mounted within
the base of the motor and+ indicatid by the tachom-
eter connected to the opposite end of the shaft.

If all of the bkdes of the propeller except one have
been blackened and the speed of the tachometer is
adjusted so that the image of the propeller, as seen
through the holes of the stroboscopic disk, appears to
remain stationary, then the propeller makes one com-
plete revolution in the time required for the disk to

The stroboscopic tachometer is useful in determining
the speed of any revolving object to which it is incon-
venient or undesirable to ccmect mechanically a
tachometer. It has been used on lighter-than-air”
craft of the larger size as a means for determining at a
central point the speed of the individual propellers.

MISC~ANBOUSTACHOMETERS

TWOinstruments, the pneumatic and the resonance,
have thus far not come into any extended use on air-
craft, but may have future possibilities.

A. l?NEmTIC TACHOMETERS

The pneumatic tachometer consists of an air pump
and a pressure gage. The pump is attached directly

.
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to the tachometer adapter and develops a pressure
depending upon the speed of the engine. It is con-
nected by means of copper tubing with a preisure gage

, which is graduated in speed units. . .. . . . ,
The pneumatic method of measuring rotatiomd

speeds has been used to some extent in automotive
service (Van Sicklen speedometer, reference 5) in
which form the pump was contained within the case
of the pressure gage and was driven by a flexible drive
shaft. New d-, however, have recently been
developed abroad.

Askania,-As shown schematically in figure 20, this
instrument as designed for aircraft use has two units,
consisting of (a) a centrifugal element and an air
pump, attached to the tachometer adapter of the
engine, and (b) of an indicator installed in the cockpit.
The indicator and engine unit are connected by means
of a length of air tight metallic tubing. The centzif-
ugcd element A controls the position of piston B oper-
ating in a cylinder provided with ports located at one
point along its axis. As the centrifugal element is
revolved by the engine it moves the piston so as to
cover the port openings. The pressure of the air
delivered by the pump to the cylinder thus closed off
is sufficient to overbalance the centrifugal force and
to move the piston back so as to open the ports suf-
ficiently to relieve the air pressure in excess of that
needed for balancing. The pressure of the air required
to balance the piston varies with the speed of rotation
of the centrifugal element and is measured by the
indicating instrument. Since large port openings are
uncovered by a small displacement of the piston the
position of the latter is ementirdly constant at all
speeds, and therefore the balancing pressure depends
only on the speed.

The weight of the pump unit of the Askania pneu-
matic tachometer is approximately 22 ounces.

Amyot-Le Prieur.-T.his instrument consists of an
oleo centrifugal pump and a pressure gage. The
pump is mounted on the engine and is driven by a
short length of flexible shafting. In gne form of the
instrument the air above the oil in the pump is com-
pressed an amount depending upon the speed of the
rotor. The pressureis then transmitted pneumatically
through copper tubing to the indicator, which is gradu-
ated in terms of the speed of the engine. In another
form, the pump when operating is entiiely filled with
oil and a line idled partly with air and partly with
oil connects the pump with the indicator.

Neither form of the instrument appears to give
satisfactory performance owing to the effect of pitch
of the aircraft on the indication of the oil-filled instru-
ment and the effect of temperature on the pneumatic
transmission type.

B. RESON~~ TACHO~RS

Resonance tachometers (reference 24) have not been
developed for aircraft, but may possibly be of use in
measuring engine *Gd in view”of the fact that instru-
ment boards in most airplanes with a single engine
vibrate with the same frequency as the engine, The
instrument contains a graduahd series of tuned metal
reeds, the natural -&equenciesof which vary uniformly
in the range of the instrument. When the instrument
is brought into contact with the frame of a vib~ting
or rotating body at any given frequency of vibration, ,
or rate of rotation with even slight unbalance, one or
a group of the reeds vibrates in resonance, and thus
indicates the input frequency. Extraneous vibrations

A
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and harmonics of the fundamental frequency may
cause ambigui~ in the indications.

LABORATORYTRSTINGOF TAOHO=TERS

A. Am-mm

It is more convenient in practically all cases to
detarmine the errom of tachometms by means of
laboratory teds. The calibration apparatus consists
of a standsrd ins-ent and means for driving at
variable speeds both the standard and the ixwhometer
under test.

Calibration apparatus-(a) WZW d.c. motor.-The
tachometer calibration apparatus used at the Bureau
of Standards is shown in figure 21. A liquid centrif-
ugal tachometer, T in the -e, is used as the master
instrument. The instrument under test is connected
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to the apparatus through the chuck C. A quarter
horsepower direct-current motor having a rated speed
of 1,160 r.p.m. at full load is used to operate the instru-
ments. The flywheel shown in the iigure serves the
twofold purpose of prevmting rapid-fluctuations of the
speed and of supplying a convenient means of regulat-
ing the speed which is accomplished by a pressure of
the hand on the rim. A rheostat R mounted on the
base of the apparatus forms part of the electrical
circuit of the motor and is used to obtain a coarse
adjustment of the speed. Switchw are provided (a)

bet
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spring to absorb the jars incident to a gear-driven
open%ng device. It has been found that ‘centrifugal
tachometers, which are the most susceptible to uneven-
ness in operation of the driving shaft, may be operated
with this device without any perceptible flicker of the
pointers. It should be pointed out that when teats at
low temperatures are made a lubricant must be chosen
which in the temperature range remains in the liquid
state.

(b) With a.c. mofor.-ll an a.c. motor is used to
drive the test apparatus, the speeds at the various test

.— .— — .. .——

I

T

II

.-

1

.

-1

R

FIGUREZL-TachometerW&stendandtampemhreconhl chemkr.
.

,ween the motor and the power supply, (b) for
reversing the direction of rotation of the motor, and
(c) for inserting the rheostat either in the armature
or field circuit of the motor. The instrument drive
shafts are connected to the motor shaft through flexi-
ble couplings. See reference 30 for a more detailed
description.

A test stand such as shown in we 21 is used when
it is desired to test more than one instrument at a
time. The stand consists of a horizontal main shaft
which is directly mnnected with the driving motor
and five vertical counter shafts which are coupled
to the main shaft by means of spiral bevel gearing.
These parts are all enclosed in an oil-tight housing.
Each tachometer is driven through rLflexible helical

~oints must be obtained b.v mechanical means since
~he motor speed cannot b; sufEciently varied. The
main drive shaft of the tachometers and the master
instrument is connected to the motor shaft by u friction
disk and wheel. The variation in the speed of the
instruments is obtained by varying the point of contact
of the wheel along the radius of the disk.

A cone can be used instead of the disk, the wheel
being arranged to make contact at any desired radius of
the cone. This gives a much closer speed adjustment.

In some cases tests are desired only at a few tied
speeds. In such cases rLgear box arranged so ,aa to
have outlets rotating at the desired speeds has been
found to be more convenient than the use of the
friction disk.
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(c) TWL motor-generatorwt.—With only alternating
current available there is the alternative possibility of
obtaining vaxiable speed by using an a.c. motor-d.c.
generator set which m~y be preferable to the use of the
friction disk imd wheel described above. ‘ Two gentia~
tom would give the ideal solution, one to maintain
constant voltage on the field of the dri~ motor and
the other to furnish a variable voltage on its armature.
This variable voltage can be obtained by adjusting a
rheostat connected in series with the field of the
generator.

(d) Wdh qnchronous motor.—In calibrating instru-
ments at a faotory it is in some eases advantageous to
use a synchronous motor to drive the tachometers.
In order to obtain the chief advantage of this type of
apparatus which is the elimination of the master
tachometer, it is necessary that the frequency of the
electric current be controlled at the source so that the
fluctuations in. speed are within desired tolerances.
A gear box is used to obtain a number of values of the
speed within the range of the taohometera to be ad-
justed so that each outlet of the gear box can be used
as the source of a definite constant speed. A distinct
limitation of the apparatus is the fact that only a
limited number of speeds can be obtained.

Liquid veeder master tachometer.-The master
tachometer (T, fig. 21) is ew.entidly a liquid centrif-
ugal pump. The pressure developed is measured by
a manometer in which the liquid customarily used
is kerosene colored red with an aniline dye. The rotcr
of the pump, which is at all thpes completely immersed
in the liquid, is equipped with radial blades and is
mounted in its housing with small ckarances. The
um of radial blades obviously enables the instrument
to hold its calibration for either direction of rctation
of the pump. The instrument is provided with two
knobs, one for adjusting the height of the liquid in the
reservoir to the proper level and the otlmr for adjusting
the damping of the liquid column. The first adjust-
ment is obtained by raising or lowering a partly sub-
merged sink in the reservoir. The second adjustment
is produced by controlling the area of a restriction at
the entrance to the manometer tube.

, The pressure developed in the liquid due to cen-
trifugal force at any point along the axis of rotation is

dp “dDrdr (12)

Where P is the pressure developed,
w is the angular v610city,
r is the radius of rotation at the point at which

P is measured,
and D is the density of the liquid.

In the instrument the pressure caused by centrifugal
force is balanced by a head of liquid in the manometer
tube so that

P =gllh

where h is the head of liquid and g is the acceleration
of gravi~.

It follows that
~ &rdr.—:. 9.., .. . .. -,. ;.,, (13)

Integrating both sides of this equation we have

h=ww+c
2g (14)

where c is the constant of integration and 1? is the
radius of the radial blades.

Since Ii= Owhen w= O, c= O and it follows that

(15)

It is obvious from this equation that the scale of a
manometer calibrated in speed units is unequally .
divided, being progressively more open from low to
high speed. The scrdeof an instrument having a range
of 1,500 r.p.m. and a scale 36 inches long is rarely .
graduated in the range from O to 250 r.p.m.

For testing service instruments it has been found
convenient to have the master tachometer equipped
with two scales, one graduated to indicate the speed,
and the other twice the speed. The latter male is used
when testing aircraft tachometers which are operated
ip service by the cam shaft (one half the speed of the
crankshaft). Gear boxes are used either between the
master tachometer and the driving motor shaft or
between the instrument under test and the driving
meter shaft, in order to drive the instrument under
twt at the proper speeds and at the same time to
obtain indications on the sensitive part of the scale of
the master instrument.

Methods of testing master tachometers.—(a) Re~
olution counter and clock.-A fundamental method of
calibrating master tachometers consists of counting
the number of revolutiona for a measured period of
time while the speed is maintained constant. The
revolutions per unit time give the speed. % method
is simple and requires no speeial or expensive appara-
tus. A stop watch, or a watch with a second’s hand,
and a revolution counter comprise the needed
apparatus.

The ecurces of the largeat error are in the difiicul~
of making the observations and in holding the speed of
the master instrument constant.

(b) Smulzuknnatic timing appardu.s.-A semiauto-
matic apparatus is used at the Bureau of Standards for .
determiningg the total number of revolutions in a given
time interval. It has the advantage of eliminating in
large measure the errors due to the personal equation.

The apparatus consists of a bicycle counter, a clutch,
two solenoids, and a relay. A diagram of the electrical
connections is shown in figure 22 and a photograph of
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the apparatus in figure 23. Contact A, figure 22, is
controlled by the relay R which is actuated by the
time signals ~m a master clock. Switches B and C
are hand operated by means of push buttons. When
contacts A and B are made, solenoid S ~is energized
attracting lever D, and thus causing clutch L to engage
the shaft M of the maater tachometer. The counter is
then recording the number of revolutions of the shaft

L s,
A D

n“ :’ .[

“ j

R c

Fme 20V
signals

s,

B

L

FIOURE22-Dfagnmof theapparetns@ai to calfbratethernWertachometer.

M. When contacts A and C are made, lever D is
pulled from a position in contact with solenoid S 1
toward solenoid S,, which disengages the clutch at L.

The signals from the master clock are received every
second, except the fifty-ninth second, of each minute.
This makes 1 minute a convenient timing interval.
Just before the sixtieth second signal, the observer
makes the contact at B until the clutch is engaged by
the following time signal. One minui% later, just
before the sixtieth second, he makes the contact at C
and the clutch is disengaged by the tileth second
signal. The di.fTerencein the two readings of the
counter gives the speed in revolutions per minute, it
being assumed, of course, that the speed of the master
tachometer has been held constant during the time
interval.

In order that no coasting or slipping of the revolu-
tion counter exist either when being connected with,
or disconnected fiwm, the main shaft of the calibrating
apparatus the revolution counter spindle is equipped
with a fly which engages either the ti attached to
the main shaft of the calibra~e apparatus or to
the revolution counter housing. The fins are designed
so that a maximum error of 0.1 revolution may result
when either comecting or disconnecting the counter.
A total error of 0.2 revolution may therefore occur in
the determination of the speed. The speed of the
mastar tachometer calibrating apparatus cannot be
adjusted to a constant value with an errorless than one
revolution per minute, so that the accuracy of the
method of calibration is commensurate with that of
the apparatus used for the purpose.

COMMIT~ FOR AERONAUTICS

(c) Speedh-hater.-In many cams ri speed indi-
cator of the chmnometric type is adequate for deter-
mining the errors of a master tachometer. It consists
of a timing element or cacapement, a revolution
indicator, and a mechanism whereby the revolution
indicator is comected to the rotatiug spindle of the
instrument for a deiinite interval of time, which is
usually between 3 and 6 seconds. The deflection of
the pointer is thus proportional to the number of
revolutions for this time interval. The error of these
instruments does not ordinarily exceed 0.3 percent.
One instrument of this type weighs 5 ounces and is 2
inches in diameter and less than 1 inch in depth.

Field test set,—h inexpensive and simple apparatus
is required for testing tachometers at airports and other
field service stations. A simple form of apparatus
which has proven suitable is that consisting of the
mechanism of a hand-driven high-speed grinding wheel
in which a small flywheel haa been substituted for the
grinding wheel. A chronometric or other tachometer
of good quality, the errors of which are small or known,
is mounted on the spindle shaft and serves as the
master instrument. The tachometer to be tested is
connected with the same shaft by means of a two-way
adapter.

Temperature oontrol apparatus.-The appamtus
used at the Bureau of Standards for controlling the
temperature of tachometers and other instruments con-
sists of an insulated chamber in which the instruments
are installed and which is designed so tlmt suitable

FIQUEE23.-App.imtnawedtecelfbratethemutertachometer.

connections can be inserted through ita walls to permit
the master instrument to remain outside at room tem-
perature. See figure 21. The chamber is conveni-
ently heated above room temperature by means of an
electrical heater which is thermostatically controlled.
Temperatures below room temperature am obtained
by means of an ammonia-refrigeration system. The
apparatus is designed so that the ammonia is expanded
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directly into coils located within the chamber itself.
In order to obtain more quickly the temperature of
– 35° C. within the chamber, which is standard for
routine tests, as well as to ‘obtain the somewhat lower
temperatures which may be required for special tests,
a rotary compressor is installed to operate on the low
pressure side of the ammonia compk-sor. The ar-
rangement is such that the operation is either one or
two stage as desired. It has been found that tempera-
tures of – 40° C. can be obtained easily with both
compressorsof the system operating simultaneously.

A temperature chamber in which solid carbon dioxide
(dry ice) is used as a refrigerant is both convenient

,

tween the bearings. One end of the shaft is cut to
form an eccentric. An aluminum plate is mounted
normal to the axis of the shaft and connected with its
eccentric by means of a ball bearing. ~arallel ball-
bearing guides located at the four corners of this plate
restrict its motion to ono”of reciprocation in its own
plane and along the ordinata of displacement. The
outer races of the guides are mounted on an interme-
diate aluminum plate, at the four corners of which are
again located parallel ball-bearing guides which restrict
its motion to one of reciprocation in its own plane and
along the abscissa of displacement. The outer races
of the latter guides are mounted directly on the brass

Frou8E24.-Vibrationboardfor t@Ung*[L hmrumenI.mFive 03ntrfftwdtodomemrserashownunderta?L

and economical in many cases. Such chambers are
used at Wright Field for testing aircraft iustrumenta.
See reference 20 for details.

Vibr?tion apparatus,-The standard vibration to
which mrcraft instruments are subjected in the labora-
tory is a translational motion in a circular path one
thirty-second inch in diameter in a plane inclined 45°
with the horizontal plane. The frequency range of
the vibration is from 1,000 to 2,000 cycles per minute.

The apprimtus winstructed at the Bureau of Stand-
ards for subjecting instruments to this standard vibra-.
tion consists of a brass supporting frame (see fig. 24) in
which a shaft is mounted on ball bearings. The shaft
is rotded by means of a belt and pulley mounted be-

supporting frame which is designed to support the
plate in the plane inclined 45° to the horizontal. The
instruments under test are mounted with the plane of
the dials vertical on a bracket attached to the fimt-
mentioned plate of the vibration board. The equip-
ment is arranged so as to secure any desired scale read-
ing of the instrument undergoing vibration.

Speed acceleration apparatus.-An apparatus is
required by means of which the instrument can be
brought a selected number of times to a definite
speed in 1 second. The apparatus used at the Bureau
of Standards consists of an electric motor of sufficient
power to bring the tachometer up to the selected
speed in 1 second and a rotary switch which by
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menns of electrical signals from a ‘standard clock
periodically operates the motor. The use of this
rmtamatic switch is justified by reason of its greater
convenience.

B. METHODSOF TEST

The nature of the tests made at the Bureau of
Standards and the sequence with which they are
made have been arranged in order that, fit, the
conditions encountered in service are simulated as
nemly as possible; and second, the effect of any
preceding test does not influence the results of the
tests that follow. In general, but with some modi-
ficdons and additions to suit the individual require-
ments of the various type of tachometers, tests are
made for the followiqg factors in the order given:

RWor T’cct
Scale errore at room temperature
(+20”c )------------------------Scale error test.

‘Lag in tidwtion ------------------- Ikfg test.
Friction in themeohaniam-__------_- Frictiontest.
Staticbalanceof themechanism----- Positionerrortest.
Effectof tibmtion----------------- Vibrationtest.
Effectof emecclingthe rangeof the Overspeedtest.

iriatrument.
Temperatureeffects---------------- Temperaturetests.
%o~g and speed acceleration Speedaccelerationteat.

Mecte.
Endmnw ------------------------ Endurancetest.
Effect of electrical indicator on Shieldingtest.

compfias.

Them tests are substantially the same as those
required for acceptance in the purchase specifications
issued individually and jointly by the hy Air
Corps and the Bureau of Aeronautics of the ~avy
Department. In these spetications the tests are
conveniently divided into three classes-individual
tests, routine we tests, and special type tests. The
individual tests are made on each instrument and
include the scale error and friction tests. The routine
type tests include, in addition to the individual
tests, the vibration, overapeed, and temperature
tests, and are made on not less than 5 percent of the
instruments of a given lot, selected at random. It
is assumed that the performance of the instrurnen~
chosen for the tests -is representative of the per-
formance of all of the instruments of the lot. The
position error, acceleration, and enduranm tests are
designated as special type tests, and are made, in
addition to the individual and routine type tests, on
a small number of instruments of a new design.
The special type testi are made ta determine that
part of the performance which is a function of the
design of an instrument and not carelessness in
adjustment.

Scale error testo—In the manufacture of instruments
in quantity lots the dials are usually standardized
so that the spacing of the graduations is uniform.
The mechanism of each instrument must therefore
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be adjusted so that the deflection of the pointer of
the instrument for a given speed is that required by
the corresponding graduations on the dial. The
error in indication is designated the scale error. The
difficulty of avoi~~ scale errors is more fully ap-
preciated when it is realized that the deflection of
the sensitive element in many cases does not depend
directly upon the quantity measured.

In the scale error test the tachometer at room
temperature (+ 20° C.) is connected to the master
tachometer. The readings of the two instruments me
obtained at any desired number of poiuts in the range
with the speed increasing up to the highest speed of the
range. In careful tests the instrument is brought up
to but not above the speed at the desired test point.
The instrument is then lightly tapped or vibrated just
before taking a reading. The scale error is the differ-
ence between the true speed and the speed indicated
by the instrument, and is positive when the instrument
reads high, and negative when low.

Lag.-Instruments in which the indications depend
upon the elastic elements in general differ in indication
for increasing and decreasing values of the measured
quanti~. In pr~ure-measuring instruments the dif-
ference, in a special sense, is called the elastichysteresis
or lag. This difference in indication is also present in
tachometers, but is in part due to mechanical imper-
fections in the mechanism.

In.testing for the lag, scale errors are determined for
speeds decreasing after attaining the highest speed of
the range in the scale error test. At each teat point
the speed is brought down to but not below the desired
value. The lag is the difference in the errors of the
instrument at any one speed.

Friotion.-Friction in the pivots and bemings of
the instrument mechanism causes a lag in indication,
which is considerably reduced if not entirely eliminated
by vibration.

Sinm instruments installed on aircraft are ordinarily”
subjected to vibration, a small amount of friction in the
mechanism of tachometers can be tolerated and is per-
haps advantageous in damping out the indication
of minor fluctuations. Excessive friction, hotiever,
rewlts in a jerky motion of the pointer and often
renders the instrument practically worthless.

The effect of the fiction is detmmiued by noting at
the various test points the reading of the instrument
before and after.tapping. The difference is defined as
the error due to friction.

Position errors.-Error arising from a change in
orientation or position of an instrument are those re-
sulting horn lack of static balance of the mechanism.
This is inherent in a centrifugal instrument since the
sliding COllarand the rotating weights are unbalanced
and vary in their eilect on the indication m the instru-
ment is rotated. The effect is usually small.
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Dymunic balance in the mechanisms of tachometers
is desirable but not absolutely required except in the
case of the centrifugal tachometer where a lack of
dynamic balance of tbjegovernor element results .in
excessive vibration.

The effect of change in the orientation of tachom-
et.ma,or the position error, is obtained by determining
the difference in the errors of the instrument in two
scale mror tests, one with the instrument in the normal
operating position and the other with the instrument
in any other desired orientation. In the teat specified
by the Army and Navy Air Services the instrument is
mounted so that, with the plane of the dial remaining
vertical, the zero on the dial is 900 of arc from its
position during normal operation (see fig. 25). This
orientation is chosen because frequently due to inter-
ference between the flexible drive shaft and the other

a period of 3 hours
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while the instrument is operated
at-an indicated speed of 2,ooO r.pn. The apparatus
with five instruments undergoing test is shown in
fibve 24. Further, the amplitude of osci.llatio.n,ofthe
pointer is noted in the frequency range 1,000 to 2,000
c.p.m. After being subjected to the vibration the
instrument is given a scale error test the results of
which are compared with those of a test previous to
the vibration. The mechanical condition is deter-
mined by inspection for loosened screws or park.

Overspeed.—In service the instrument may be
momentarily subjected to a speed in excess of its
range which should not affect the accuracy.

The ove~peed test consists of subjecting the instru-
ment for a period of 5 minutes to a speed 500 r.p.m.
greater than the maximum indication on its dial.
The maximum range of the commonly used instru-

FIOOM 26.-CerItrUugalmmhomewaundergohg test for wsitlen error. The hhumentd hnve beandeRwtadW laterallytith thediehremabingvertlcaL

equipment usually present behind the instrument panel
it is necessary so tc mount the tachometer.

Vibration,—Instruments must ordinarily withstand
considerable, vibration in service. This vibration has
been measured by Ztmd by means of an instrument
which photographically records the frequency and the
amplitude of the vibration of the instrument board
(reference 19). Its size is such that it can be installed
on the instrument board in place of any of the 2%-inch
standard dird size instruments. The results of tests
show that in general the instrument board vibrates with
a frequency equal to the speed of the engine and that
the amplitude of vibration is by far the greatest in the
fore and aft direction, with a magnitude depending
upon the type of airplane and the number and location
of the instruments on the panel.

Tachometer are tested for two effects-(a) the
effect of vibration for a certain pw.od of time on the
scale errors and mechanical condition and (b) for
excessive pointer oscillation. The instrument is sub-
jected to the standard vibration at a frequency in
the range 1,500 to 2,000 cycles per minute (c.p.m.) for

ments is 3,OOOr.p,m., so that the indicated test speed
‘k 3,5oo r.p.m. The effects of the overspeed are deter-
mined by a comparison of the scale errors obtained
before and after the overspeed.

Temperature errors.-C?hanges in temperature pro-
duce a change in the physical dimensions of the parts
of the mechanism and a change in the stiffness of
the elastic elements. There may be dMiculty in
securing satisfactory opacation at low temperatures
if congealing of the lubricant OCCI.US.Unless a dif-
ferential effect is prewmt, the first effect is of minor
importance. The second effect requires compensation
if extreme accuracy is required.

The standard temperature at which aircraft instru-
ments are tested are + 45° and – 35° centigrade. At
these two temperatures tachometers are subjected to
scale error tests, the differences between tho rwuhs
of which is used as a measure of the eilect.

For electrical tachometers additional temperature
tests are frequently found desirable since the temper-
ature effects are not necessarily proportional to the
temperature. These consist of, ii-et, varying the tem-
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peratme of the generator while that of the indicator
is held constant at the desired value, and, second,
varying the temperature of the indicator while that of
the generator is held constant.

Seasoning and speed acceleration t?st.—Tachome-
tws are subjected in service to rapid changes in speed
which requires ruggedness in the instrument. Fur-
ther, since the indication of most types of tachometers
depends upon the deflection of an elastic element, the
calibration may ch~ee due to imperfect seasoning.
Seasoning may be defined as the process of relieving
internal stresses in the elastic membem to such a
degree that no further relief takea place in service.
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The speed-acceleration test is a method of measuring
the performance in both of these respects. ”

The test consists of the application of 500 successive
accelerations by changing the indicated speed from O
to 1,500 r.p.m. within a period of 1 second. In this
test mechanical tachometers are connected to the
motor through an 8-foot length of flexible shafting, in
order to approximate more closely service conditions.
The scale errors determined before and afterwards are
compared in order to measure the effect.

Enduranoe.-Tachometem are likely to change their
calibration or to fail entirely owing to the effects of
weax in service. Their enduramce charactmistica are
determined by operating them at an indicated speed
of 2,000 r.p.m. for a period of 300 hours. I?ollowing
this run, usually 1 hour titer its completion, the instru-
ments are given a scale error test, the results of which
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are compared with a scale error test made just pre-
viously to the endurance run.

It should be noted that a change in calibration rdso
occurs, due to another effect. If an elastic body is
subjected to a change in load, which is then main-
tained constant, the deflection of the elastic body grad-
ually increase9 with time. This increase is known a9
drift or creep. Drift in the spring, and thus in the
indication, of centrifugal tachometers takes place
during the endummce test. If desired to separate the
drift from the effect of wear, the instrument should be
calibrated immediatdy after and also about 24 hours
ok more after the endurance run. The diilerence in
the errors in these two tests ailords a measure of the
tiect of the drift, while the difference between the
last test and the one just before the endurance run
is a measure of the effect of wmr.

Magnetic shieMing.-In common with other elec-
trical indicatom, the indicator of electrical tachometers
must in general be shielded magnetically in order to
eliminate m far as possible the effect on the magnetio
compasa. The degree of this shielding is determined by
noting the deflection of a standard type compass when
the centers of the two instruments are 8 inches apart,
The compass must be in a horizontal magnetio field
0.18 gaues in strength.

PERFORB~CBOFTACHO~ERS

The data on performrmcegiven in this section are for
the best grade of instrument which is at the present
time available commercially. It is of course obvious
that selection is necessary in order to obtain an in-
strument of this performance, since an individual
instrument of any given desigg may have, for one
cause or another, an inferior performance.

A. Chm?!rRIFU~ALTYPn

The scale errors of a well-adjusted instrument are
shown in figure 26 by the points marked “Speed in-
creasing.” The tolerance in the current speciilcations
of the air services is a scale error not to exceed 10
r.p.m. in the middle range of the indicated speeds and
an error less than about 1 percent of the maximum
indicated speed at other speeds.

The lag typical of a first-classinstrument is shown in
the two upper curves of figure 26, It does not exceed
10 r.p.m.

The position error, determined for the two positions
given in the description of the test, usually has an
average vrdue of about 10 r.p.m. It variea consider~
bly with speed, however, in one design of tachometer
ordinarily varying from 5 to 20 r.p.m.

Under vibration the total deflection of the pointer
with reference to the dial of a centrifugal instrument
does not ordinarily exceed an amount equivalent to
an indication of 20 r.p.rn. (2.4° of arc). The average
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change in error of rm instrument before and after
being subjected to the standard vibration at a fre-
quency of about 1,500 c.p.m. for 3 hours is less than
10 r.p.m. for good quality instruments.

An overspeed of 500 r.p.m. on tachometers properly
designed to meet this requirement casues substantially
no average change in the errors. Usually a stop is
provided so that the spring is prevented from de-
flecting. beyond the amount obtained at an indicated
speed slightly in excess of the rated range of the tach-
ometer. In figure 4 such a stop is shown attached to
the fixed upper sleeve.

The effect of changes in instrument temperature is
shown in ilgure 26 for a good quality tachometer.
AEsuming that the effect is due to the change in the
elastic modulus of the steel spring -whichbalances the
centrifugal force and that the deflection of this spring
is proportional to the speed, the di.Berence in the
slopes of the best straight lines through the ‘curves
should be of the order of 2 percent (reference 14).
Actually the temperature errors of centrifugal instru-
ments are much smaller which is partly due to com-
pensating changes in dimensions in the centrifugal
element and to the lack of direct proportionality in
the relation between speed and deflection of the spring.
Thus in figure 26 the dii7erence in the slopes, or the
change in the scale value, of straight lines through the
curves for + 46° and – 35° C. is about 1.2 percent.
The instruments are ordinarily not compensated for
temperature.

The average change in error before and after sub-
jecting instruments 500 times to a change in indicated
speed from O to 1,500 r.p.m. in 1 second is less than
10 r.p.m. for a representative instrument of high
quality. Since the seasoning effect usually results in a
stiffening of the elastic elements, the reading at a given
speed is usually lower after the test.

The effect of an endurance run on a good quality
instrument is shown in figure 26. The results of two
scale error tests are given, one before tie end~ce
run and one immediately afterwards. The difference
between the two curves is a combined measure of the
drift of tbe elastic element and w-m in the mechanism.
In tests made 24 houm after the completion of the
endurance tes$ instruments of this type usually show a
recovery from the drift effect to the extent of about
5 r.p.m. Ordinarily the results of the tests made
just before and about 1 hour after the endurance run
me compared. The average change in the errors in
these two tests does not exceed 20 r.p.m. for good
quality instruments.

B. CHRONOMETBIC TACHOMETERS

The scale errors of chronometric tachometers of th[
best quality can be reduced to an average value les
than the inherent”sensitivity of its mechanism wh.icl

40708-3~1

lay be defined as the speed range divided by the
umber of teeth in the ratchet gear. (See H in fig. 7.)

his b of the order of 10 r.p.m. in most designs.
mile errors are those caused by improper adjust-
mnt of the escapement mechanism for the correct
Ierio dicity of vibration. When improperly adjusted, .
he scale errors are directly proportional to the speed.

Laboratory tests show that for properly designed
nstruments the average change in scale errom due to
ibration, overspeed, angular acceleration, and season-
ng axe of the order of + b r.p.m.; in other words,
Negligible. The lag is likewise small. .

The percentage change in scale errors due to change
Dtemperature from – 35° to + 45° C. does not exceed
1.5 percent if the instrument is designed to operate at
emperaturea as low as – 35° c. An important
ause of failure to operate is due to the use of a lubri-
ant in the drum of the main sp~~ which tieezes at rL
empemture above –35° C. The use of a mixture of
leflocculated graphite and oil with a pour point of
-400 C. or lower has been found to be satisfachy.

Errors arisii from a change in temperature are
iaused by insuilicient or overcompensation of the
mapement mechanism. The change in stiffnew with
emperature of the hairspring ccntrollkg the motion
)f the balance wheel is compensated by using a balance
vheel with a bimetallic rim designed so as to expand
vith increase in the stiffness of the hairspring and to
ncrease its moment of inertia correspondingly. The
:ongealing of the lubricant of the balance staff of the
~capement tends to decrease the amplitude of vibra-
ion of the balance wheel, causing it to vibrate at a
@her frequency which results in a lower indication of
~given speed.

Chronometric tachometers do not have a progres-
sivechange in their scale errors with continued opera-
iion. Wear of the mechanism due to continued opwa-
ion or to repeatedly subjecting the instrument to
.apid accelerations of speed is indicated by a slipping
>ack of the pointer during the time interval in which
bhe indication ordinarily remains constant. This,
3trictJyspeaking, is a failure to operate rather than an
wror in indication and is caused by wear between the
teeth of the ratchet wheel (gear H, fig. 7) and its
pawl. An instrument of the best grade should on the
merage withstand 500 hours of operation in service
before requiring repair.

C. MAGNETICTACHO~S

Data on the performance of very few magm%ic
tachometers designed for aircraft use axe available.
This type is very little used and raxely considered
when accuracy is desired.

The errors of the instrument which are commonly
smrdlor are dependent only on care in adjustment are
scale errors, lag, and overspeed. Temperature errors
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and, in common deaignsj the effect of endurance run-
ning are both inherently large. Magnetic shielding of
the instrument is necwsary to avoid .Mecm tie
compass.

The temperature error is caused by the increase in
. electrical resistance of the indicating disk and the

decrease in field strength of the permanent magnet aa
the temperature increases. The two effects are addi-
tive and introduce relatively large errors. The meth-
ods of compensation have been described in the section
in which magnetic tachometers are described. The

S&KM r.p m

Fmum %’.-Ckmge Inscaleerrorwithtanpabre ofamagnetiotndmmeter.

effect of temperature on an instrument which haa not
been properly compensated is shown in figure 27.

Wear in the pivots or bearings of magnetic tacho-
meters is, in the common designs, likely to affect the
gap between the disk and magnet, a small change in
which causes a large change in the calibration. Vibra-
tion grently acdera~ this proce9s.

D. Dnumr CUERENTTACHO~S

The scale errors of a well-adjusted instrument will
not exceed twice its least reading, which in an instru-
ment with a pointer motion of 270° of arc is 10 r.p.rn.
The lag is of negligible amount. The position error of
the indicator of instruments thus far tested does not
exceed, on the average, twice the least reading.

Indicators which operate on a low-power input will
not withstand the effect of ~lane vibration and
therefore must be mounted in a vibration-absorbing
case. In designs in which the genwator has a ‘rela-
tively large power output, the indicator is more rugged
and in general will withstand a moderate amount of
vibration. The vibration ctmseswear in the pivots of
the indicator. It should be noted that the free fre-
quency of the coil, spring and pointer combination is
much lower than that of the vibration usually experi-
enced. The case vibrates but the elastic system tends
to remain fied. The resulting relative motion is
electromaggetiwdly damped.

The temperature errors for an uncompensated in-
strument are shown in figure 28. The average change
in the errors in me temperature range – 35° to + 45°
C. of a compensated instrument should not exceed 20
r.p.m. and may be as low as 10 r.p.m. See the section

on “Characteristics of d.c. Tachometers” for discus-
sion of the methods of compensation.

The effect of an endurance test on the best instru-
ments causes an average decrease in the indication
which will not exceed 20 r.p.m. The indicated speed
is always decreaaed because in general the strength of
the permanent magnets tends to decrease with time
and the brush resistance to increase, due to the ac-
cumulation of dirt on the commutator of the generator.

The unshielded indicator will cause deflections up-
ward of 10° on a mafgletic cornpsm in its vicinity.
The addition of a soft-iron caae around the indicator
reduces this effect to a mtium of 4° when the two
instruments are 8 inches from center to center.

E. ALTERNATm~Cummrm TACHOWTDRS

The perfommnm of these instruments in tests for
scale error, lag, position error imd vibration is about
the same as that of the d.c. type. There is also the
same necessity for magnetic shielding.

(a) S’inglc-ph.metype.—’l%e errom due to change in
instrument temperature are due to the effect on the’
field strength of the permanent magnets and on the
resistance of the windings of the generator nnd of the
indicator: There is also an effect on the output of
the rectiiier. Temperature compensation is essential.

The performance of the generator in an enduranco
test will be inherently better than that of a d.c. in-
strument, due to the absence of the commutator
brushes.

No test data are available on these instruments.
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(b) Two-phase type.-The output of the generator is ,
ailected by temperature changes for the causes stated
above. Changes in temperature affect the indicator
in a very complex manner. The satkfactory compen-
sation of instruments of this type is a recent and ouk
standing development. The average change in the
errors for the two conditions, one in which the gener-
ator is.at – 10° C. and the indicator at –35° C. and
the other in which the generator is at + 60° C. and
the indicator at +45° C., does not exceed 20 r.p.m.
for well compensated instruments. The compema.
tion is as good at intermediate temperatures.
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An endurance run of 300 hours on the generator of
one model of this type of instrument shows that the
resulting average change in reading is within 20 r.p.m.

In the larger number of instruments the effect of
vibration is manifested by an exccasive increase in
redi.ng over the central portion of the range in indi-
cation. The effect is probably due to wear in the
pivots of the indicator. A more adequate measure-
ment of the effect of wear in the pivots of the indicator
is obtained in the speed-acceleration test. The effect
on the small number of instruments tested waa an
average change in reading of approximately 10 r.p.m.

(c) Three-pbe type.—No ted data on this type of
instrument are available. .

1?. SOLENOIDOPERATEDCnONO~TRIC TACHO~~S

In general this instrument is subject to the same
errors aa a chronometric tachometer. Special difE-
culty is experienced in obtaining satisfactory opera-
tion at low temperatures because of the additional
power required to operate the chronometic mechan-
ism owing to congealing of the lubricant. All of this
power is obtained from the solenoid which, on ac-
count of limitations of space, is designed so as to re-
quire nearly full voltage during room temperature
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operation. The scale errors of an instrument at + 28°
C. and –26° C. are shown in figure 29.

G. COMTATOR-COND~S~ TACHO~S

The errors of the commutatorandenser type
tachometer may be conveniently divided into scale
errors, temperature errors, and errom due to variation
in voltage supphed.

The scale errors can be reduced to a value as low as
the least reading of the indicatir, since the scale divi-
sions are approximately equally divided for speed.

Temperature errors are caused by the efTectof tem-
perature on the capacity of the condenser and on the
performance of the indicator. The capacity of a
well-designed mica condenser is affected by variations
in temperature only by the change in the physical
dimensions which is negligible. The indication of
speed is independent of the resistance of the circuit

within the limits previously discussed, buti depends
upon the strength of the permanent magnet and the
stiffness of the spring of the indicator, both of which
are allected by temperature changes. If the indicator -
is compensated for the effect of temperature on its
resistance and is also used to indicate the proper
voltage, the effect of temperature on the voltage indi-
cation is the same as the effect on the speed indication.
In this case the temperature error is compensated by a
proportional change in the voltage.

The indications of the instrument are directly pro-
portional to the voltage supplied, which can be main-
tained constant for long intervals of time by
means of the automatic voltage regulator previously
described.

H. ASIUNLAPmmrAumc TACHOMETER

The differential pressure developed by the pump
unit is practically independent of the density of the air
and of the temperature of the instrument. The
pressure developed by the pump unit is pulsating and
requires damping by m6ans of a capillary tube in the
line. In aircraft an indicator of the aneroid type
would be used which would be subject to errors of the
same type and amount as those of pitot-static airspeed
indicators as described in reference 20.

ENGINELOG INSTRUMENTS

In the flight testing of aircraft, in the operation of
aircraft, and in special installations in connection
with research problems, a record of the engine speed
during flight and of the total number of hours of
operation may be desired. In operating aircraft a
record of the speed of the engine is useful in indicating
any abuse to which the engine may have been subjected
during flight and in detmmhing its operating charac-
teristics. A knowledge of the total number of hours
of operation is of value in indicating when it is neces-
sary to overhaul the engine. In order to coordinate the
results of fright test data a record of the engine speed
obtained automatically may be preferable to the
recording of such informaiton at frequent intervals by
an observer.

There are three cIasses of engine log instruments
which are in use, viz, the recording tachometer, the
running-time meter, and the revolution counter, all of
which are of the mechanical type. Both the recording
tachometer and the running-time meter are driven
from the engine by means of a flexible drive shaft.
The revolution counter is usually designed to be
attached to the engine by means of a two-way adapter
directly at the connector provided for operating the
tachometer drive shaft. h one make Qf recording
tachometer the revolution counter is included as an
integral part of the instrument.
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RECORDINGTACHOh54TERS

The recording twhometi both indicates and records
continuously the speed of the engine during the total
operating period. The instrument consists of, first, a
speed-measuring element and, second, a recording
mechaniem containing several rollers, one of whioh,
the feed roll, rotates at constant speed. A strip of

)?KUJEEWI.-H@&hr“Tel” clwoUOmOtriarwnrdfngtaehometm.

paper is fed from a magazine roll to the feed roll aud
thence to a receiving roll. A stylus actuated by the
speed-measuring element beam lightly on the surface
of the paper and traces a record of the speed. The
abscissa and ordinate of this form of chart represent
time and engine speed, respectively.

A record of the engine speed is sometiw made by
photographing at intervals the face of a tachometer
together with that of other instruments (references 31
and 41). An arrangement of this kind is known as a
“dummy observer.”

Hasler “ TeL”-A photograph of the Hasler “Tel”
recording tachometer is shown in figure 30. The
instrument is of the ohronometric type and is designed
to record, iiret, a oontinuoue trace of the engine speed;
second, the time and duration of a flight; and, third,
the trip revolutions of the engine. The surface of the
recording paper is chemically prepared and is white in

color so that a practically black trace is described by a
brass stylus. The recording rollers are designed for a
oapacity of 20 feet of paper, which length is sdcient
for 30 hours of operation.

A sp~w-wound clock is provided M an integral part
of the instrument. The weight complete is 10%pounds
and the dimensions 11E by 4 by 3%iqches. Its sim is
such as to preclude its mounting on the instrummt
panel in place of the tachometer already installed.
(see references 37 and 39.)

B.S. recording tachometer.—A recording tachometer
which may be installed on the instrument panel in
place of the 3X inch round dial instrument has been
constructed at the Bureau of Standards for the Bureau
of Aeronautics of the Navy Department. It is a Van
Sicklen chronometric tachometer modified to include a
recording element. (See fig. 31.) The recording ele-
ment is similar in general design to that of the Hasler
“Tel” recording tachometer with the reception that
it is built on the rear of the instrument so that it in-
creases the dimension of the case in depth only. A
commercial recording paper which is dark in color nnd
is coated on one side with tiely divided white wax
particles is used with this instrument. As the pnper
is fed over the rolls a line of the wax particles is removed
by the stylus, thus leaving a clearly defied trace.

Fx13uEE3L—Bnrmn0[Standen&VanSlckIenremrdlngtachometer.

I’he trace becomes less well defied with decrease in .
temperature, becoming indefinable at about – 20° C,

In order to facilitate the interpretation of the record,
speed reference lines representing the even 100 r.p ,m.
speed intervals are automatically traced as the pnper is
fed through the recording mechanism, The weight of
the instrument i9 approximately 3 pounds.
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.

RUNNffi13TIME R5Yl!ER

This instrument registers the elapsed tie during
which the engine is in operation. The mechanism of
the instrument is similar to that of a chronometric
tachometer excepting that the speed-indicating mech-
mism of the latter instrument is replaced by a dial-
type device for counting the beats of the escapement.
Combinations of a chronometric tachometer and a

.,a
running-tinm meter are available, as in the Hasler
Telmo~ l?lighbO-Meter. The r-a-time meter may
also be obtained as a complete instrument by itself, in
which case it is usually driven by a fle-uble drive shaft
connected with the tachometer drive shaft by means
of a 2-wny adapter.

ENGINETHERMOMETERS
USZFOLNESSANDTYPES

Aircraft engines operate most efficiently when the
temperatures of the lubricant and cylinders each re-
mnin within a liitcd range. Ordinarily tho tempera-
ture of the lubricating oil of air-cooled engines and of
the cooling liquid of liquid-cooled engines is measured.
The practice is growing of meas~~ in addition the
cylinder-head temperature of air-cooled engines. b
indication of the temperature of the lubricant is of value
when means for its control are provided, and similarly
rLknowledge of the temperature of the cooli.r.ygliquid is
essential in the control of manually operated radiator
shutters. The temperature of the cylinders of air-
coolcd engines cannot normally be controlled, but is of
primary interest as an indicator of trouble. One of the
precautions always observed by a pilot before taking
off is to ascertain that the temperature of the lubricant
or cooling liquid has risen to and remains at the normal
operating value.

Thermometers used in aircraft to indicate the tem-
perdure of various parts of the engine are of three
types-(a) vapor pressure, (b) liquid expansion, and (c)
electrical. All the instruments are distant indicating.

The temperature of the cooling liquid of liquidaoled
engines and of the lubricating oil has been measured

ahnost exclusively for a number of years by vapor-
prewre instruments. They are standardized with
regard to the sizes of the cases and dials (1%inches in
diameter) and amused in either. of the two ranges, 0°
to 100° C. (32° to 212° l?.) or 30° to 200° C. (86° to
392° l?.). The lower range instrument is used in
measuring the temperature of the oil or of the cool-
ing water. The thermometer having the higher range
is used when the cooling me~um is a liquid such as
ethylene-glycal, since the engine then normally operates
at a higher temperature. The pointer has a motion of
300° of arc for both ranges of the instrument.

The liquid expansion thermometer is little used on
aircraft, owing principally to the greater cost of its
manufacture to have a performance equal to that of
the vapor-pressure type.

The electrical instruments include the resistance
and the thermocouple types. The resistance ther-
mometer has been designed to measure the temperature
of either the cooling water or oil. Thermocouples are
particularly useful in measuring the temperature of
metal parts of the engine, as, for example, the tem-
perature at some point of the cylinder wall of air-
cooled engines.

A. VAPOR-PRESSURETHER~OAtETERS

The vapor-pressure thermometer indicates in terms
of temperature the vapor pressure of a liquid con-
tained within the instrument. The instrument (see
fig. 32) is a closed system consisting of an elongated

1..!..
FIGURE&3.-Dfa~ ofvapor—pmsmretfmrmometer.

bulb, a capillary tube, and a pressure gage, and is
partially filled with a liquid having a vapor pressure
conveniently measurable in the desired temperature
range. The bulb is installed on the engine at a point
where a knowledge of the temperature is desired. The
capillary tube connects the bulb with the indicator
mounted on the instrument panel.

A diagram of the vapor-pressure thermometer is
shown in figure 33. The pressure element within the
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indicator is a Bourdon tube, the intarmd volume of
which is relatively small. The end of the capillary
tube extends into the liquid in the bulb so that the
Bourdon tube ~ with liquid by flowing, and not by
condensing, when the temperature of the bulb is
changiqg from a condition where it is colder than the
indicator to one where it is hotter. By this arrange-
ment the time lag of the thermometer at the transition
point is greatly reduced.

The temperature of the free surface of the con-
strained liquid is indicated, and thus in order that the
temperature at the desired point be indicated it is
necess~ that the design be such that the free surfaca
of the liquid is always within the bulb. In order to
obtain this under the normal conditions of operation;
during which the bulb is d a temperature higher than
that of the indicator, the volume of the bulb is made
larger than that of the combined volumes of the
capillary and Bourdon tubes.. In this case the liquid
completely fills the Bourdon and capillary tubes, and
partially fills the bulb.

The vapor pressuresof liquids do not vary uniformly
with temperature, but a scale approximately evenly
divided is obtained in instruments by means of a
suitably designed multiplying mechanism. The de-
velopment of an instrument with an equally divided
scrde has been a big factor in its adoption for general
use on aircraft. Table I gives the vapor pressure and
the rate of change of vapor prwsure with temperature
for the commonly used liquids. The wide variation
in the rate of change of vapor pressure for the various
liquids is a measure of the difEcuIty in obtaining an
equally divided temperature scale.

TABLE I
[Vaporp~ andmtiofclmngeofvwx ~ atVorfonstempemio.m]

I Vapx.~, fn I Rateof Cllmg9fn
a-k atmmph6Te3m 00.

L4qrdd
I TmnP31atm’e00.

IOml IImIfLMocd I lm 190

4auf hordfodde(NW--- L&3
!

K1s as ---- am ____ 0.6s----
Me hyletk CmO)___ 2s4 lL25 S26 ---— .10 ----- .67 ___

$MethylI?ldorfe (oHaCl) 260 lfl 7 Sf.4 ..–– .10 ----- .56 ___
Ether(O&uO)_..__._- .2.f Lffl 6.s9 S&s ----- 0.05s .23 0.51

Installation precautions.-The vapor-pressure ther-
mometer should be installed so as to avoid breakage
of the capillary tube, due to excessive vibration,
chaii.ng, or straining where it joins with the bulb.
Breakage at the bulb due to vibration cag be greatly
reduced by taping the tube, just above the reinfor-
ment, to the part vibrating with the engine. This
appeam to distribute the deflection of the tubing over
a short length. Local overheating at any point along
the tube may produce large errors in the indications
of the instrument. Wherever possible the excess

length of tubing should be coiled and securely fastened
to a structural member of the aircraft at a point which
is comparatively free from vibration.

B. LIQUID-FILLEDTHERMO~TERS

The liquid ~ed thermometer is actuated by the
therrmd expansion of a liquid contained within the
instrument and has essentially the sarae parts as the
vapor-pressure thermometer. The increase in volume
of the contained liquid (usually alcohol or ethyl ether,
or in some instances mercwy) with increase in tem-
perature is linear for all practical purposes within the ~
range of temperature from 0° to 100° C. The scale is
therefore divided evenly and equally positive indica-
tions are obtained at either end of the scale. 1.7sually
the instrument is iilled so that the contained liquid is
at a considerable pressure (100 pounds per square
inch) w-henits temperature is 0° C. This is necessary
so that the Bourdon tube will remain under tension
while the Liquidin it and in the capilIary contracts as
the temperature is lowered to – 35° C. At 100° C.
the internal pressuremay amount to 700 or 800 pounds
per square inch depending upon the thermal coefficient
of expansion of the liquid used and the stiilness of the
130urdontube.

The indications of instruments are aflected consid-
erably by variations in the temperature of the liquid
in the Bourdon and capillary tube. The effect of
change in temperature of the Bourdon tube is readily
eliminated by means of a bimetallic strip, properly
inserted in the indicator. Considerable difficulty is
experienced in compensating at reasonable cost for the
tiect of temperature changm in the capillary tube,
The simplest method depends upon the use of capil-
lary tubing having a bore so small that a change in the
volume of the liquid contained within it produces an
inconsequential error in indication.

C. EmwrRIc THERMO~BTERS

General Electric resistance thermometer,-An elec-
trical nwistsnce thermometer for use in measuring the
temperature of the engine oil or cooling liquid has been
developed recently (reference 18). The instrument
consists of a temperature sensitive resistance A, figure
34, in serieswith one of the coils of part C, and a fixed
resistanceB in serieswith the other coil of part C of the
indicator. A 12-volt source of electrical current ia
connected in series with each resistance. Part A is in
the field of a permanent magnet and is free to rotate to
a position of equilibrium under the action of the oppo5
kg torques of a hairspring and of the interaction of the
maggetic fields ol the differential currents in the coils
and the magnet. The indication is independent of tho
voltsge within wide limits. Rmistrmce element A is
mounted within a sealed cartridge which is installed
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on the engine at the point at which the temperature is
required, The cme of the indicator floats on sponge
rubber within an outer case the dimensions of which
conform to the standard for the l%inch dial size.
The indicator mechanism is magnetically shielded.
The pointer has a motion of 90° of am for the tempera-
ture range.

This instrument is adaptable for use in messuring
free-air temperatun+in which case the caxtridge is ven-
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tilated and is mounted on a strut in a position removed
from the blast of the hot exhaud gases of the engine.

Thermocouple thermometers.—when one junction
point of n loop composed of two dissiiar metals
such as copper and constantan is at a temperature
differing from that of the other junction point, an
electrical current will flow through the circuit. The
magnitude of the current depends upon the diilerence
in the temperatures of the two jfiction points. In
thermocouple thermometers for aircraft a suitable
millimeter calibrated in units of temperature is
used as the indicator. One of the junctions, the cold
junction, is installed within the case of the indicator
and the other, the hot junction, is ccnstrucbd in the
form of a spark-plug gasket, or attached to an expand-
ing rivet which is forced into a hole in the engine
cylinder at the point at which the temperature is de-
sired. In order to obtain indications of the actual
temperature of the hot junction, rather thrm the
diilerence in the temperature between the two junc-
tion points, a compensation ie usually provided for
the eilect of variation in the temperature of the cold
junction. When this compensator is within the indi-
cator, as is usually the case, compensation is also

obtained automatically for most of the effect of ,
changes in the temperature of the indicator.

The instruments available differ mainly in the
method of compensation. One of these methods is
illustrated by the Brown thermometer, a diagram of
the indicator of which is shown in ligure 35. The
compensation is obtained with a bimetallic strip B,
one end of which is mounted directly on a pole piece
at A and the other end of which is fastened at C to
the outer coil of one of the hairsprings attached k
the pointer shaft. E the bimetallic strip is of proper
design, any tendency of the pointer to deflect due to
a change in the temperature of the indicator and cold
junction is very nearly balanced.

The indicator of the Weston aircraft engine ther-
mometer contains the bimetallic type of compen-
sation. Its internal resistance is 13.6 ohms, part
of which is swamping resistance for temperature
compensation. Copper-constantan thermocouples are
used. The pointer has a motion of 120° of arc for
the range fkcm 0° to 600° l?. (– 18° h 317° C.) or 0°
to 350° C. The case is the standard 2%-inch dial
tie. The leads of various lengths, tickling the
engine thermocouple, have in all cases the same
resktsnce of 2 ohms and are of stranded wire. The
instrument is unique in the use of cover glassw of
nonshatterable glass.

In the General Electric thermocouple thermometer
(reference 54) a magnetic shunt, the permeability of
which decreases with increase in temperature, is
moldedto the magnet of the indiiatcr. This controls
the magnetic flux through the moving coils so ss h
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compensate for the effect of change in the tempera-
ture of the cold junction and of the indicator, insofar
as possible. Iron-constantan thermocouples are used.

In one type .of thermocouple thermometer nine hot
jqnctions are provided which may be installed in
various locations on the engine. A selector switch
and an indicator containing one cold junction are
included with each instrument. With this equipment
an indication of the temperature at any one of nine
points on the engine maybe conveniently obtained.
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APPARATOSFOR TESTINGRNGINRTm3RMobfRTERs

Apparatus for scale-error tests.—The scale errors of
an engine thermometer are determined in the labora-
tory by comparing its readings at a number of points
within its range with those of a calibrated thermometer
of the mercury-in-glass type or with those of a cali-
brated thermocouple. The testing apparatus con-
sists of an insulated liquid bath in which are immersed
the standard thermometer, the temperature sensitive
elements of the instruments under test, and a stirrer
driven by a small motor. The temperature of the
bath is reduced by adding cracked ice or raised by
means of an electric immemion heater.

Water is the most suitable liquid in calibrating
instruments of the range 0° to 100° C. A cylinder
oil with a pour point slightly below 0° C. which gives
off relatively little vapor at 200° C., has been found
particularly serviceable for testing instruments in the

Tempemti, “c
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range from + 30° to 200° C. Tempering lavite, a
compound of salts ccnmnerciilly available for temper-
ing metals, can be used in the range above 125° C.,
and down to 30° C. w-hen diwolved in water. The
excessive length of time necesmry to evaporate the
water at about 125° C. makes it impractical to use the
water-latite solution.

For tests at airports and other field stations similar
liquid baths are required. The test points can all be
at or above the ambient temperature, so that a means
for raising the temperature is all that is required.
Calibrated mercury-in~las.s thermometers are used as
a standard.

T5bration and temperature control apparatus.-En-
gine thermometers are tested for the effects of vibration
by mounting them on the apparatus described in the
section on “Laboratory Testing of Tachometars-Appa-
ratns” and subjecting them to the standard vibration.
Temperature chambem suitable for contro~ the
temperature of the indicators are also described in the
section just referred to.

Pressnre-control apparatuso-Vapor-pressure ther-
mometers, and to a smaller extent liquid filled ther-
mometers, are subject to errors resulting horn extmuw
ous deflections of the Bourdon tube of the indicator
due to variations in the air pressure. An apparatus

COMMITTEE FOR AERONAUTICS

consisting of a chamber capable of withstanding a pm-
tial vacuum and large enough to receive the entire
calibrating apparatus described above is used in deter-
mining these errors. The pressurewithin the chamber
is reduced by means of a vacuum pump. A mercurial
barometer connected with the chamber indicates the
absolute pressure.

PERFORMANCEOF ENOINETHERMOMETERS

A. VAPOR-~RESSURE THERMOMETERS

The tests described below for vapor-pressure ther-
mometers are substantially those required for accept-
ance in the purchase specifications issued jointly by the
Army Air Corps and the Bureau of Aeronautics of the
Navy Department.

The samd teds are made on both the 100°0, and
the 200° C. instruments except for obvious differences
due to the diilerence in the ranges. The perfommnce
of the two types is essentially the same if expremed in
terms of pointer motion in degrees of arc; in terms of
temperature the errors of the 200° C. instrument are
from 1% to 2 times those of the 100° C. instrument.

Scale errors.-Each thermometer is subjected to the
scale error test in order to determine that it is in opernt-
ing condition and to evaluate the error at any desired
number of points over the range of indication. The
test is made by comparing the reading of the thermome-
ter with that of a standard instrument when the bulbs
of both instz-iments are immemed in a liquid bath the
temperature of which is under control. During the
test the capillary tube and the indicator are main-
tained at room temperature.

The scale errors of a well-adjusted thermometer with
a range of 100° C. am shown in curve (A) of figure 36.
The indication of the instrument is not as reliable at
temperatures below, as it is above, 20° C. owing to
relatively small rate of change of vapor pressure with
temperature in this range and the consequent grettter
eifect of friction in the mechanism.

Excess temperature.-Engine thermometers which
are graduated in the range Oto 100° C. are likely to be’
subjected in service to temperatures exceeding the
range in indication. Within limits the accurrmy in
indication should not be affected by this treatment.
The excess temperature test is made by comparing the
readings of the instrument corresponding to a bulb
temperature of 100° C. obtained before and uftor a 10-
minute period during which the temperature of the
bulb has been raised to approximately 110°0. The
change in reading should not exceed 3° (Y. No duta
on the effect of excess temperature on the 200° C.
instrument are available.

Drift.-Drift is manifested in a thermometer of the
liquid-filled or vapor-pressure type by a gradual
increase in indication after the temperature of the
bulb has been raised to, and while it is being maintained
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at, a value higher than that at which it was previously
subjected. The drift test is made by subjecting the
bulb of an instrument to approximately the masimum
temperature of the r~~e for a period of 1 hour. The
increase in indication obtained during this time is a
measure of the drift.

TU good quality instruments of either range the
drift does not exceed 2° C!.

Temperature errors.-The errors caused by a varia-

tion in the temperature of the capillary tube and indi-
cator are detemnined by repeating the scale error test
with the temperature of the capillary tube and indica-

tor, fit at plus 46° C. and then at minus 35° C.
The difference between the scale errors as obtained in
these tests is a measure of the temperature effect.

Failure to function at the low temperature is in
general due to insticient liquid in the bulb or perhaps
to freezing of an impurity in the liquid. These condi-

tions are detected by a failure of the instrument to
change its indication as the bulb temperature is varied.
ImmfEcientfillingmay often be deiinitaly demonstrated
by the fact that progressively greater lengths of the
capillary tubing must be immemed in the temperature
bath as ita temperature is increased in order to secure
the indication of the bath temperature. In order to
detect freezing of an impurity it is the practice in the
low temperature test to reduce the temperature of the
entire instrument to – 20° C., so that it may freeze

solid in the tubing undisturbed by the flow caused by
differential temperaturesin the parts of the instrument.

The temperature errors of a representative 100° C.
instrument are shown in figure 36 in which curve (B)
shows the errors with the gage and capillary tubing
held at + 45° C. and curve (C) with their temperature
held at – 35° C. The temperature effect is usually

obtrtined by averaging the difference in the error at

each teat point, irrespective of algebrtic sign. This
average difference for curves (B) and (C) is 1.8° C.
cmd should not exceed 30 C. for instruments of either

range.

Vibration.-In the vibration test the indicator aIone

is subjected to the standard vibration for a period of 3
houra. It is also subjected to vibrations varying in
frequency from 1,000 to 2,000 c.p.m. and the amplitude
of the pointer vibration relative to the dial observed.
During the latter t~t the thermometer btib is main-

tained at a specified temperature within the usual

range of temperatures to be measured on aircraft.
The amplitude of the pointer yibration should not be

such as to indicate a free period of the mechanism in
the above range of frequencies nor should the function-

ing or perforrmmce of the instrument be aflected. The
latter requirements are determined by an examination

of the instrument for loose parts and a comparison of
the difference in the scale errors usually at 100° C. or

200° C. of the instrument obtained before and titer

the vibration.

The oscillation of the pointer during vibration is
usually within 2° C. for 100° C. instruments and 3° C.
for the 200° C. type.

If the natural frequency of vibration of the mecha-
nism of an instrument coincides with that to which it

is subjected, an excessive amplitude of vibration of the
pointer may occur. The natural frequency may be
shifted outside of the frequency range of vibration
by redesigning the mechanism, which means in effect

a change in the stiflness of the elastic element, or by

addition of an inertia disk or a damping device. The
inertia disk in the form, of a flywheel is attached to the
pointer shaft and in effect constitutes an inertial force

opposing that of the vibrating elastic element, reducing
both the natural frequency and amplitude of vibra-
tion. The use of the inertia disk does not interfere
with the pointer assuming the true mean position of
indication.

Chief among the damping devices for reduciqg the
effect of vibration are the well-lmom magnetic drag

and the air-drag mechanisms. The retarding force
of the magnetic drag mechanism is proportional to the

relative velocity of the parts, and therefore a true
mean reading of the pointer is obtained. The retard-
ing force of the air-drag mechankn is proportional, to
the square of the velocib in some instruments, and

tends to produce a reading of the pointer slightly in
error from the true mean reading. (See reference 17.)

Capillary temperature.-The capillary tube of an
engine thermometer is likely to be subjected in service
to localized heating, a condition which usually occurs
when a portion of the capillary is attached to a fi~e

member which is too close to the oil line or exhaust

pipe. The effect of local heating ordinarily expe-

rienced is negligible in properly designed vapor prw-
sure thermometers but not in liquid Ned instruments.

A capillary temperature test is made by subjecting o
short length of the capillary tubing to a temperature of
100° C. while the indicator, bulb, and remainder of the
tubing is maintained at room temperature. The
change in indication obtained indicates the capillary
temperature effect.

Reduced pressure,-The actuating elements of the

indicatara of b6th the vapor pressure and liquid Ned
thermometaw are subjected externally to the pressure
of the surrounding atmosphere. The indications of
the instruments are dechd as a consequence by
variations in the altitude by an amount equal to

(PO–P)

where PO–P is the change in atmospheric pressure
and 1? is the rate of change of the vapor pressure with
temperature at the temperature of the bulb. It fol-
lows that the effect depends upon the choice of the
filling liquid and that it vark with the temperature
of the bulb, decreasing as its temperature increases.
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A teat at reduced pressure is made by subjecting the
entire instrument to an absolute pressure of approxi-
mately 12 inches of mercury. With the indicator and
capillary maintained at room temperature (+ 20° C.),
the temperature of the bulb is then raised to 60° C.,
or about 150° C. for instruments having a range extend-
ing up to 200° C. The reading of the instrument at
this temperature and at the reduced pressure is com-
pared with that at room prewne and the same tem-
perature in order to obtain the eflect of the reduced
pressure. In instruments now available the effect is
less than 3° C. for 100° C. ins~enta and 4° C. for
200° C. instruments.

Capillary strain-The mechanical strength of the
capillary tubing is determined by means of the capillasy
bending and strain tests. The bending test is made by
flexing the capillary 20 times at one point through
an angle of 900 around a cylindrical core of ~inch
radius. The strain test is made by clamping the cap-
illary at a point approximately 6 inches from the
indicator and suspending a weight of 25 pounds from
the free end of the tubing for a period of 1 minute.
This test is also made with the capillary clamped at a
point approximately 6 inches from the bulb. Possible
fai$we of the tubing is indicated by a large difference
between the readings at a given bulb temperature
taken before and after the tests.

B. LIQUD-J?ILLED TYPE

Except for the effect of reduced pressure and capil-
kry temperature, the performance of liquid-fled in-
struments does not differ essentially from the vapor-
pressure type (reference 5). The effect of reduced
pressure is oM.inarily negligible. As has been stated
the effect of local changes in the temperature of the
capillary tubing is excessive in the ordinary instrument.

C. ELEIXIUCAL THERMOMETIUM

Electrical thermometers axe twted for scale errors,
temperature errors, and vibration in essentially the
same manner as described for vapor-pressure tJmr-
mometem. The indicator is &ted for the degree to
which it aflects the magnetic compass exactly as
described in the section on the methods of tMting
tachometers. In addition if the instrument requires
a voltage supply, teds are made for the effect of its
variation.

The time lag (reference 15) in indication of aircraft-
engine thermometers is in general not a factor under
the conditions of their use.

Itesistanoe thermometer.-The instrument should
be tested (a) for scale errors, (b) drift, (c} for the effect
of changes in temperature of the indicatir, (d) vibra-
tion, and (e) magnetic shielding. No laboratory data
have been obtained at the Bureau of Standards. The
performance should be substantially equal to that of

vapor-prcs-sure thermometers if any advantage from
its use is to be realized.

Thermocouple therrnometers.-These instruments
are at present made with a deflection of the tip of the
pointer of approximately 2jf inches for a range of
temperature of 360° C., which means the temperature
can be read at beat not closer than 1° C. and in flight
under average conditions not closer than about 3° C.
Tt%s show that the scale errors of instruments can be
reasonably expected not to exceed 7° C. at any point
on the scale.

Laboratory tests show that electrical indicators of
the sensitivity used in the thermocouple thermometers
do not ordinarily withstand vibration in that the
calibration slowly changes, due to wear of the pivots.

The change in indication with change in temperature
of the indicator is far larger than expected in the few
instruments thus far tcded, amounting to about one
half of the change in temperature of the indicator.
The results are probably not typical of well-adjusted
instrument. It is believed that instruments now
available will have errors not exceeding 17.6° C. when
the temperature of the indicator variea from – 26° to
45° c.

Anadditional error in service use, not determined
by the laboratory tests, is the effect of the uncertainty
in the temperature, and thus the reaistrmce, of the
copper or iron connecting wirca. This effect is
probably negligible in most instruments now available,
in view- of the relatively high resistance of the other
parts of the circuit.

The indicator, aa in the case of electrical tachom-
eters, must be magnetically shielded. As a practical
minimum the effect on a compass should not exceed
4° when 8 inches distaht from its center.

PRESSUREGAGES

Aircraft engines are equipped with pumps for cir-
culating the lubricating oil under pressure to the
bearings. A pressure gage which indicates the pres-
sure developed by the oil pump is used to detamine
its satisfactory operation.

In addition to oil pumps most aircraft engines are
provided with fuel pumps for delivering the fuel to
the carburetor. Information on the operation of the
pump is obtained by measurement of the pressure
developed.

Pressure gages may be conveniently grouped into
two generil classes-mechanical and electical.

MECHANICALPRESSUREGAGE9

General design charaoteristios.-A diagram of a
typical mechanical pressure gage is shown in figure
37. A Bourdon tube B is used as the preasure-
sensitive element. It is of interest that the Bourdon
tube is reported to have originated with Schinz in Ger-
many in 1846. (See reference 48.) It is formed by
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bending into the arc of a circle a length of thin walled
metallic tubing which has been previously shaped to
have in section the contour of an ellipse. One end of
the tube is mounted on the bhse of the instrument so
as to communicate with a threaded fitting. The
other end is sealed off and connects with the multi-
plying mechanism through a suitable linkage. An
increase in the presmirewithin the tube is accompanied
by an increase in the cross-sectional area which gives

FIGURE37.-Dfagmmofpresmmw oftheBonrdontubetype.

rise to a force tending to straighten the tube and con-
sequently to a displacement of the free end.

A deflection formula derived by Lorenz (reference
61) is stated by Rolnick (reference 59) to be reasonably
accurate for tubw with a small ratio of thiclmem to
width of cross section, and is given below.

Here A is the angular rotation of the Bourdon tube
produced by the differential prwsure P; &, the angular
length of the tube; ~, the radius of the tube; h, the
wall thickness; 6, the thickness of the tube from center
to center of the walls; and IZjthe modulus of elasticity.

For additional theory and data on Bourdon tubes
see references 46 to 62, inclusive, and 58.

The multiplying mech- of the gage cotits of n
link, a sector, and a pinion arranged as shown in
figure 37. For convenience in calibrating, the pokt of
connection of the link to the sector is made adjustable.

The gage is usualIymounted on the instrument panel
and is connected to the pump by means of copper
tubing. The connection to the indicator and to the

point at which the pressure is measured is made by a
fitting, such as is shown in figure 18 of reference 20.

Oil-pressure gage.-oil—pressure gages are graduated
in either of the two ranges, O to 120 and O to 200
pounds per square inch. As stated in the “Introdu~
tion” the’ dismet8r of the dids of oil-prwsure gage9 is
now iixed at lx inches and the spacing between the
mounting holes ia standardized, so that instruments of
the various manufacture may be interchanged. The
weight of the instrument is approximately 6 ounces.

The design of the Bourdon tube dependa upon the
range of indication. In one instrument having a
range of Oto 120 pounds per square inch the tube is of
hard-drawn brass and has an outside diameter of 1%
inches, an elliptical section of ~ by %2inch, aud a wall
thiclmw of 0.011 inch.

Fuel-pressure gage,-The genersJ appearance and
the construction of the fuel-pressure gage are similar
to those of the oil-pressure gage. The Botidon tube,
however, is constructed of much thinner metal, so that
its stiilnees is approximately one tenth that of the oil-
presiwre gage. The fuel-preswme gage is usually
graduatad in the range Oto 10 pounds per square inch
and weighs approximately 5 ounces.

Diaphragm type relay,—k order h co~erve the
supply of lubricant in case,of breakage of the copper

f
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tube connecting the oil-pramure gage with the engine
and to decrease the lag in indication at low tempera-
tures due to congealing of the oil tithin the connecting
tube, pressure relay devices have been developed both
here and abroad (references 16 and 17). A cross-
sectional diagram of the essential featurea of such a
device is shown in figure 38. The relay is mounted on
the engine at the oil-line fitting and contains a dia-
phragm or metal bellows B. The apace A outside of
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thediaphragq the connecting tubing, and the Bourdon
tube in the indicator are completely iilled with a liquid
which has a low freezing point, a low viscosity, and a
relatively low thermal coefficient of expansion. Min-
eral spirits (varnolene) has been found satisfactory.
The pressure of the lubricating oil which connects to

FIOUEE39.-E@Ie we nnft.

the inside of the diaphragm through hole C is trans-
mitted through the diaphragm to the liquid and thence
to the pressure gage.

Engine gage unit,-The oil and fuel pressure gage
and the oil or cooling liquid thermometer are sometimes
installed within a single case. The combination is
known as the engine gage unit. The latest form is

shown in figure 39, and an older form, in which the
individual %truments are arranged v~tically in tan-
dem within a case, is shown in we 40.

The instrument shown in iigure 39 is mounted in a
case which conforms to the standard 2%-inch dial size.
Contrary to general practice the pointer of the fuel
pressure gage move9 counter~locbvise with increase
in pressure. Its weight with a 22-foot capillary tube
averagm 1.9 pounds.

.

COMMTFJ?EE FOR AERONAUTICS

ELECTRICALPRWSURE GAGES

The electrical circuit of “the (2.E. electrical oil or
fuel pressure gage is the same as that of the thermom-
eter shown in figure 34. The resistance A is made to
vary with pressure by means of the deflection of a
metal bellows the combination of which is mounted
in a cartridge type container suitable for installation
on the engine at either the oil-or fuel-line fitting. The
indicator is of the same type as that used with the
thermometer and similarly is magnetically shielded
and is protected from the effects of shocks and vibrn-
tion. The instrument operates on 12 volts and is
stated to draw normally 50 milliamperes of current.
The combined weight of the pressure element and
indicator is 12 ounces.

APPARATUSFORTRYllNGPRE9SUREGAG=

The scale errors of oil-pressure gages are determined
by means of a deadweight gage tester. The tester
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consists ewentiallv of a vertical cYhder, a closely
fitting piston pro;ded with a pan ~or we~hts and ~
pump. The instrument to be tested is connected to
the cylinder by means of suitable fittings and a con-
necting tube. The cylinder is filled with a light min-
eral oil. To obtain a desired pressure, n weight equal
to the product of this pressure by the area of the
cylinder is placed on the pan of the piston and the
pump operated until the piston is supported by hydro-
static pressure. The effect of friction between the
weighted piston and the wall of its cylinder is usually
eliminated by spinning the piston before reading the
instrument.

It has been found possible to operate the deadweight
gage tester with a minenil oil with a pour point of
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– 40° C. This has made it possible to test oil-pressure
gages at – 35° C. without danger of the oil freezing
in the tubing comecting the gage to the tester.

The arrangement of apparatus used in determining
the scale errors of fuel-pressure gages is shown in fig-
ure 41. A mercurial manometer is used as the stand-
ard, which may be of the reservoir type as shorn or of

the U-tube type. In either case it should be noted

that the pressure is deten.nined by the difference in

height. The required pressuresare obtained by means
of a hand pump.

Apparatus for controlling the temperature of the
instruments during test and for subjecting them to
vibration are described in the section, Testing of
Tachometers.

For determiningg scale errom of both fuel and oil
pressure gages at instrument repair stations a dead-
weight gage tester designed for both ranges is most
conwmient. It is also feasible to use a calibrated
gage as the standaxd, in which case a suitable pump
is required.

PJ%RFORMANCEOFPRESSUREGAGES

A. MECHANICALTYPE

Mechanical premure gages are subjected to tests
for (a) scale errom, (b) friction, (c) vibration effect,
(d) seasoning, (e) drift, (f) effect of suction and over-
pressure, and (g) the effect of temperature.

A gener~ ~cu~on of most of the above t~~ ~
given in the section on Tachometers under “Methods
of Test.”

It should be noted that the construction of aircraft
pressure gagea to the accuracy needed offers in general
no particular problem. This follows from the fact
that the least reading of these gages is about 1 percent
of the maximum range, for example 0.1 pound per
square inch in the gage -with a range from O to 10
pounds per square inch, and that an accuracy of at
least 1 percent in most respects is usual in prewure
gages used in engineering work.

Scale errors.—The scale errors of the pressure gage
are determined by subjecting the instrument at the
pressure connection to a number of spechied pressures
over its range and obtaining the corresponding instru-
ment readings. The error is R–S, where R is the
reading of the gage and S is the true pressure.

The scale errors of both fuel and oil pressure gages
of good quality do not exceed 2 percent of the mtium
range. Those of a typical oil pressure gage of good
quality are given in curve A, figure 42.

Friction,-The effect of friction is found by subjec~
ing the instrument to a given pressure and comparing
the readings of the instrument before and after it
has been tapped. The difference in the two readings
indicatea the effect of friction. The friction is usually
tobtained at a number of pressures over the r“kngeof

the instrument and amounts on the average to about

1 percent of the maximum range.

Vibration.-The effectx of vibration are determined

by subjecting the instrument to the stand~d vibra-

tion” With a frequency betieen 1,500 and 2,oOO c.p.m.

for a period of 3 hours, during 2 hours of which time

the instrument is subjected to a pressure equal to so

percent of its range. The amplitude of vibration of

the pointer ivith respect to the dial is observed in tho

frequency range 1,000 to 2,000 C.p.m.j while tlm
instrument indicates the pressure of 50 percent of its

range. Immediately follotig the vibration the scale

errors are determined and compared tith those pre-

vious to the vibration.

The total aniplitude of vibration of the pointers of

the pressure gages should not exceed 2 percent of the

maximum range.

It appears that the Bourdon tube in a number of

designs of fuel-pressure gages has a free frequency

behveen 1,000 and 2,000 c.p.m., and consequently the

Pressure, Ihper sq. in.

~aua~ 42-ErronofoR-pmssmwgag=attam~ of+24”,+@, and-WO0

pointem vibrati with an amplitude so large that fatigue
failure of the Bourdon tube may be anticipated in
servica. This condition maybe most easily remedied
by the addition of an inertia disk to the pointer shaft,
which, as pointed out in the section on Performance
of Vapor Pressure Thermometer, reduces the free
ikequency and greatly reduces the amplitude of vibra-
tion at this frequency.

The average change in the scale errors due to a
vibration of 3 hours should be negligible; that is, less
than 1 percent of the maximum range. .

Seasoning,-The seasoning testis made by subjec~
ing the instrument to 100 applications of the pressure
required to produce a deflection of the pointer corre-
sponding to 50 percent of the range of indication.
The scale errors before and afterwards are compared
in order to determine the tiects of seasoning.

The average ch~e in the stile errorsof good quality
instrument should not exceed about 1 percent of the
range, and are usually of the order of the least reading.

Drift.-In this tast increase in reading of an instru-
ment in a period of 1hour is observed after it is suddenly
subjected to, and held at, a prewure equal to 50

. .
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. percent of its range in indication. This increase ir
reading is the drift, and in satisfacto~ instrument
does not exceed 1 percent of the maximum range.

Suction and overpressure.-l%essure gages are likely
to be subjected in service to preswrea which are eithe]
below atmospheric pressure or exceed the range in
indication. Their ability to withstand such treati
ment is determined in the suction and overpressure
tests. The tests are made by subjecting an instru-
ment first to a ‘suction of 10 pounds per square inch
for the oil prwsure gage aud 3 pounds per square iuck
for the fuel pressure gage, for a period of 1 minute,
and, second, to a pressure 50 percent greater than the
range in indication for a period of 10 minutes. The
scale errors before and after the excess d.iilerential
pressuresare compared in order to determine the effect
on the performance of suction and own—pressure.

The average change in scale errors as a tit of
suction and overpressure does not usually exceed 1
percent of the maximum range.

Temperature errors.-The scale errors of the instru-
ment are obtained with its temperature first at – 35
and then at + 45° C. The difference in the errors at
these two temperature is the effect of temperature.

The rcadts of temperature tests on the typical oil
prcsm.re gage are also given in figure 42. The effect
of temperature can be expressed as the difference in
the slopes of the best straight lines for the dab, divided
by the temperature ditlerence. This is the change in
scale value per degree centigrade and is 0.044 percent
for the temperature interval –35° to +45° C. for
the instrument for which data is given in figure 42.
The effect is due to the change in the modulus of
elasticity of the Bourdon tube and the hair spring since
the instruments are ordinarily’ uncompensated, and in
poorly seasoned instruments due to unreleased internal
stresses in the Bourdon tube. The temperature
coefficient of the modulus of elasticity of bronze is
about 0.040 percent per degree centigrade.

The eflect of temperature may ako be expressed in
terms of the average of the change in error at each
test point, which is 3.7 pounds per square inch for the
data in figure 42.

B. ELECTRICAL PRESSURE “GAGES

The performance of electrical pressure gage9 is

determined by tests ~hich are, in general, the same

as those listed for mechanical pressure giges. In
addition the resistance element should be subjected to
vibration. The temperature test of the electrical
pressuregage should include a scale error test in which
the indicator is at room temperature and the pressure
element is at the maximum temperature experienced
in service.

Also the indicatcna must be tested for adequacy of
magnetic shiekling which should be such that an
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aircraft compass is not deflected in excess of 4° when
the distance between the two is 8 inches from center
to center.

FUELQUANTITYGAGES

The fuel quantity gage is used in aircraft to indicate
the quantity of fuel available for continuing flight and
is commonly installed in every modern aircraft.
Although the amount of fuel remaining in the tank can
be cdimated from a lmowledge of the rate of fuel
consumption and the “dapsed time, the possibili~
always remains that, due to leakage, less than this
amount is available.

Fuel quantity gage9 are essentially of two type9, one
iu which the position of a float in the liquid is iudicabd
and the other in which the hydrostatic pressure of the
head of the fuel is measured. In most cases a distant
indicating instrument is wsential.

Acceleration of the aircraft and deviation from the
normal flying attitude of airplanes with shallow wing
tanks cause errors equally in the two types.

The floatdype gage is preferred when an indication
at the tank is easily visible to the pilot. In the latter
case the instrument is called a simple float type, The
indicatcna are generally mechanically connected to
the float, although in one design the coupling is made
magnetically. The float type of instrument is rela.
tively easy i-ainstall and reliable in operation.

The distant indicating float type is available in a
great variety of designs (references 5 and 17) most of
which have been produced in an effort to secure an
instrument which is at the same time simple in design
and dependable and accurate in operation. Distant
indication has been secured (a) by a variety of
mechanical connections, (b) electrically, and (c) by a
hydrostatic device.

In the common design of the hydrostatic fuel quan-
tity gage the head of the fuel is balanced by an air
pressure which is measured by a suitable gage. The
instrument is distant indicating. Other designs have
been proposed in which the indication depends upon
the pressure of the head of fuel, but these for various
reasonshave not proved practical.

~LE FLOATTYPE

In fuel quantity gages of this type the indication k. I
>btied at the tank either below or above the float,
Phichevar may be the most easily accessible to the
?ilot. The instrument consisk of some form of
ndicating device connected to a cork or metal float
:estiug on the surface of the fuel. A number of the
bigns which have been developed, are described
]elow.

(a) The method of indication shown in figure 43 is.
~pecially useful in aircraft equipped with a fuel tank
shich is centrally located in the upper wing. &
hewn in the figure, the float is fastened to a disk by
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means of rLrod. The disk is visible through a glass
tube graduated in terms of the quantity of fuel. One
objection to this design is the possibility and conse-
quences of breakage of the glass tube, which, however,
lms not been as frequent as might be expected.

(b) In the instrument shown in figure 44 the float
is attached to the end of a long rod which rotates as
the float falls with the level of the fuel. As is obvious
from the figure, the rotation of the rod also causes
rotation of the indicating drum by means of the sector
and pinion mechanism.

(c) In a third type the float is mounted between
guides which permit vertical movement but prevent
rotation. A twisted metallic strip extends through a
slot in the center of the float and is rotated by the
flout as the level of the fuel changes. A pointer
attached to the twisted strip indicates on a suitable
dial the quantity of fuel.

(o?) In still another type, of which many are in use,
the displacement of the float is transmitted ta the

.

indicator by means of a braided silk cord. One end
of the cord is connected to the float and the other end
is secured to a sheave mounted within the indicator.
The cord is kept taut by means of a light spring
mounted within the sheave. As the float drops with
the level of the fuel the sheave is caused to rotate by
the unwinding of the cord. Through a suitable gear
and pinion the sheawe operates a pointer which indi-
cates the fuel quantity on a suitably engraved dial.

(e) Boston gage,+tufling boxes or similar shaft
glands are eliminated by means of the magnetic method
of indication which is used in the Boston gage. In
this instrument n bar magnet is rotated by the float
as it changes its level. The magnet is mounted
inside and, coaxially, a magnetized pointer outside
of the tank. Due to the magnetic forca between the
pointer and magnet the pointer aligns itself with the
magnet and thus indicates the quantity of fuel.

DISTANTINDICATfXQFLOATTYPE

Mechanical types.-The only d%tant indicating float
type instrument with a mechanical transmission used
in this country is the one in which a braided silk cord
is used to connect the float with an indicating sheave,

3hnilarly as described

487

under (d) above. Outside of
the t~ the cord runs in tub~ in which a roller is
installed at each bend. In this instrument the number
of bends in the line and the distance between the indi-
cator and float must be kept to a minimum, as other-
wise the friction is likely to be excessive. Further, it
is di.iiicultto design a stuffing box at the point where the
cord comes through the tank so as to eliminate vret-
ting put of the cord which pssses through the tubing.
When the cord is wet the fkiction is greatly augmented.

Cotiderable attention has been given abroad to the
perfection of the mechanical tmmsmki on type. In

L >
FmuEE44.-FloatandrwlWF8fadqnnntftymge.

one instrument (the Corset) the motion of the float
causes longitudinal motion in the connecting line to
the indicator, which consists of a series of short push
rods connected to each other by means of a ball and
cup arrangement. h two other instruments, the
Televel and Spirobloc gages, the power to operate
the indicator is tihed by the pilot. When a read-
ing is desired, the pilot, by means of a wire connec-
tion to the tank element, either rotates or raise9 the
float until a stop is encountered, which operation at
the same time correspondingly varies the reading on an
indicator. The point at which the stop is encountered,
and thus the reading, depends on the level of the fuel.
(See reference 17.)
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Nagel fpge,-h electrical tmnsn&ion system is

used in the Nagel gage. The float, mounted as shown
in figure 44, governs the petition of contact S, figure 45,
which divides a re-sistanceinto two parts RI and R2.

c,

B

c,

Chmges in resistance RI and Ra rd?ect the relative
amount of current through the two coils Cl and e in
the indicator. The pointer is attached through a
suitable mechanism to a circular iron vane B, the posi-

1 I

MZ

tion of which varies with the relative amounts of the
current through Cl and C2. Site the indicator is in
effect an ohmmeter, its indication is independent of the
impressed voltage within a wide range. Although
considerable attention has been given to the dmign of

.
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a fireproof stuilig box between the resistances RI and
RSand the fuel, a possible iire hazard remains.

Liquidometer.-h this fuel-quantity gage the de-
flections of the float are transmitted hydraulically
through any desired length of line to the indicator,
Referring to figure 46, float F is mechanically connected
with two metallic bellows Ml and B1each of which is in
communication by means of copper tubing with another
bellows, M, and ~, respectively, contained within the
indicator. The two closed hydraulic systems thus
formed are of approximately equal volumes and are

filled with a suitable liquid having a low freezing

point. The bellows M2 and G are connected together

by means of link L which is pivoted at its center to the

pointer. As the float falls, due to fall in the fuel level

in the tank, BI is mmpreased and Ml expanded, the

resulting differential displacement of the liquid ex-

panding a and compressing M~, thus deflecting the

pointer to the left. The desigg of link L permits

PT

7n’_.—-————.—c

mP

I
ST

I

changes in volume of the liquid due to changea in

temperature without affecting the indication.

HYDROSTATICFUEL-QUANTITXGAGE

Common type.-The essential parts of this instru-

ment consist of an airtight pressure gage 1, figure 47,

a pump P, a pressure line PT leading from the interior
of the diaphragm capsule to a cell C at the bottom of

the fuel tank tmd a static pressure line ST leading from

the case of the indicator to the top or the vent of

tho tank.

When the pump handle is pulled out against the

action of a spring and permitted to return, the return

3troke of the pump cleara the entire he” PT of liquid,

the excess air passing tito the liquid through openings

in the cell C. The head of liquid H is now balanced at

the cell C by the air pressure at this point, that is, by

the air pressure in the line PT and the interior of the
diaphragm. The static tube ST serves to maintain

the interior of the indicator case at the pressure of

the air above the fuel. The gage thus indicatea the

W%3rence in these two air pressures or the pressure of

the head of the fuel.

.
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The indicator is made in a number of convenient
ranges for use with tanks of differing depths. The cases
are ordinarily of bakelite and are the standard 2%inch
dial size. The dials are calibrated after installation,
as is almost necessarily the case with all fuel quanti~
gages. For test purposes temporary dials graduated
in degrees of arc are usually furnished. The indicator
has a restriction in the line tc the diaphragm capsule
in order iw dampen out the effect of surges in the fuel.
The weights of the pump and the indicating gage are 4
and 9 ounces, respectively. Connecting tubing of
copper is commonIy used.

The accuracy of the instrument is not affected by
changes in the temperature of the air in the lima if the
pump is operated before making a reading.

It is essential that the fuel be prevented from get-
ting into the line insofax as possible. Fuel in the line
PT up to the point where the pump is installed can be
removed by means of the pump. Fuel in the line
beyond this point and in the line ST or in the case of
the indicator make the instrument inoperative until
removed. Check valves at the point where the tubing
connects to the tank may be desirable to prevent the
fuel from entering the lines during maneuvers A
float-operated check valve k desirable in the line to
the bottom of the tank. In the rare case when the
indicator is colder than the fuel, condensation may
occur in the indicator. This is diflicult to prevent.

The fuel tank is sometimes vented to a modified
pitot head which is mounted in the air stream, in
which case the line ST is connected in such manner as
to prevent fuel getting into it.

SUB~GDD CAPsum TYPE -

This instrument diilers from the common hydro-
static gage in that the line PT comects to a diaplwgm
capsule in place of the cell C, figure 47, and in that the
pump P is eliminated. In order to take care of changes
in air pressure with altitude, and changes in tempera-
ture, the d.hphragm capsule muwi be perfectly flexible
so that the resulting volume changea in the ccntained
air do not affect the indication. As in the case of the
common type instrument the pressure of the air within
the capsule diflers from that above the liquid by that
of the head of the liquid. A serviceable instrument
has not as yet been obtained owing tc the di.fticultyof
obtaining a diaphragm material which has the required
degree of flexibili~ and is at the same time dependable
in operation.

G.E. ELECTRICGAQE

An electrically operated hydrostatic fuel quantity
gage which has been developed is of interest (reference
56), although it is not at present being manufactured.
In the instrument, shown diagrammatically in figure
48, the head of the fuel is for the most part balanced

40766-6682

magnetically by a solenoid which is energized by
means of a storage battery. The pressure of the head
of the fuel is tmmsmitted through a diaphragm to the
plunger of the solenoid and a carbon-pile rheostat,
The solenoid is connected in series with the carbon
pile. As the load on the diaphragm decreases, with
decreasein the fuel supply, the resistance of the carbon
pile” increases, which in turn decreaaea the current
through the solenoid until the force exerted by the
plungar and carbon pfie just balances the load on the
diaphragm. Thus the current varies with the force
required to secure equilibrium. An ammeter gradu-

I I

I
——

I

ated in terms of fullness of the fuel tank serves as

the indicator.

PERPOllMANCEOFFUELQUANTITY GAGES

TEST APPARAmm

No special apparatus is required to test instruments
of the float type.

The indicator of the hydrostatic gage is &tad for its
accuracy as a pressure gage, and for this purpose a
water manometer such as is used for testing air-speed-
indicatora (reference 20), a vibration board and tem-
perature-control apparatus as described in the section,
Laboratmy Testing of Tachometers, and a small hand
pump are required. To test the pump a tank is
needed which is merely a 4-iuch pipe about 45 inches
long, closed at one end. Water is used to iill it.

Although the submerged capsule and electric gage
types have not been tested at the Bureau of Stand-
ards, it appears that the only special test equipment
required in addition to that noted above is a tank of
somewhat larger cross-section and perhaps a little
deeper.
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SIMPLE FLOAT TYPE

&ovrsoRY

In the cases where ti type of gage can be used, no
trouble is experienced in se~-- ~cient accuracy
and dependability of operation. It is a“simple matter
to determine whether or not the pointer motion is suf-
ficient for the range of motion of the float and that
excessive friction is not present in the mechanism.

DISTANTINDICA~G FLOATTYPE

(a) Mec.hanicul tran-smzkion.-The presenca of ex-

cessive friction and the scale errors can be detemuined

by operating the instruments in a laboratory. Service

tests are necessary to determine performance factora

such as reliabili~ in operation, ease of installation, and

ease of repair.

(b) Performance of Nagel gage.-Laboratory tests
show that the reading of the instrument is unchanged
for variations in the rated applied voltage of about 20
percent; that the indications are ailected on the average
less than 4 percent for a change in temperature of 50°
C. of either the indicator or resistanm unit; that, for
one unit tested, an explosive mixture of acetylene and

-air maintained on the tank side of the tank unit was
not ignited. The latter test indicated that either the
stu.flingbox prevented the gas from getting into the
housing of the resistance unit or, if it did, that sparking
sufikient to ignite it did not take place. Due to the
possible fire hm+mdit is recommended, however, that
the instrument be connected to the battery only when,
a reading is desired.

(c) Liguidometer.-No data are available on the per-
formance of this instrument. It is just being adapted
for aircraft u9e.

HYDROSTATICGAGE

Common type.—The indicator of this fuel quantity
gage is given teds to detarmine its accuracy as a
pressuregage similar to those given air~eed indicators
The tests for the latter are described in reference 20
and will not be described in detail here. The mech-
anism of these indicatom is similar and the range of
pressuresfor which they indicate are of the same order
of magnitude. Test resultsfor a typical indicator show
that the effect of fiction in the mechanism, the drift,
and changes in calibration due to seasoning are neg-
ligible. Tipping the instrument 90” from the normal
operating position causes a change of about 2° of arc;
the total amplitude of vibration of the pointer when
the instrument is subjected to the standard vibration,
and the change in scale errors afterwards, does not
exceed 2° of arc; and the maximum difference in read-
ing at any poi.rrton the scale for a temperature change
from + 45° to –35° C. does not exmed about 6° of arc.

The case of the indicatara must be leak tight against
pressure differences which are estimated not to exceed
10 inches of water.

CO~D FOR AERONAUTICS

It is csseritial that the capacity of the pump be
sd%cient, under the most unfavorable conditions, to
clear the pressure line and the hydrostatic cell of fuel.
To test its capacity, the pump is connected by 20 feet
of standard tubing to a hydrostatic cell, having an
internal vohuqe approximately equivalent to that of ,
the cell C, figure 47. The cell, but not the e..cess
tubing, is submerged in a tank of water to a depth of
40 inches. The pump capacity is deemed ample when
one shwke is suilicient to clear the cell and 40 inches of
tubing of water which is made evident by lmbblea of
air rising to the surface. The design of the pump must
be such that the forward stroke causes but little suction
in the tubing and a forcible return does not give rise
to a pressure great enough to harm the indicator.

FUEL-FLOWINDICATORS

Fuel-flow indicators may be classified as follows:
(a) Flow meters which indicate the rate at which tho

fuel is flowing to the carburetor.
(b) Fuel mmsumed meters which indicate primarily

the quantity of fuel consumed. The rate of fuel con-
sumption can be determined with the use of a stop
watch.

(c) Combustion ~dicators which indicate the exterit
to which all of the available energy is being obtained
from the fuel.

A fuel-flow meter or a combustion meter is useful in
adjusting the air-fuel mixture ratio so as to obtain tho
most economical rate of fuel consumption. A reduc-
tion in operating costs and an increase in the cruising
radius are two of the advantages gained. Teds have
shown that in some maw with the aid of a fuel-flow
meter as much as one third of the total amount of fuel
consumed may be saved if the mixture ratio is carefully
adjusted (reference 55). Due to the fact that an en-
tirely satisfactcq instrumenthas not as yet been devel-
oped, the instrument has not come into generrd use.

The fuel-consumed meter is used in flight tests to
measure rate of fuel consumption under various condi-
tions. & time must be measured to determine the
rate of flow, the instrument finds little favor in general
service.

The first two types can be used with engines in
which free-flotig fuels, such as aviation gasoline, are
used. The combustion indicator is suitable for use
with any type of fuel, including heavy oil.

Fuel-flow meters are either of the venturi or the
variableaiiice type. The venturi instrument is an
adaptation of the venturi flow meter commonly em-
ployed in hydraulic engineering work. The variable-
oriiice types have been developed in England, the most
promising of which is a refiement of the well-known
sink and tube type flow meter.

Flow meters for service use on aircraft, and also
fuel-consumed metem insofm as they are useful, should
have the following ideal characteristics:



.

AIRCRAFT POWER-PL4NT 12WTRUMENl% 491

(a) They should be designed to have the minimum
interference with the fuel supply to the engine. An
easily operated bypass, preferably automatic, should
be provided for use either in case of failure of the
instrument in service or stoppage of the line in case
all the fuel flows through the flow meter.

(b) The indicator should be on the instrument panel
and be of a type such that no fuel lima need be brought
up to the instrument panel. The method of distant
indir. tion should be such that the flow meter can be
used on multi-engined aircraft.

(c) If possible, the indicator should conform in size
and shape to existing service instruments.

(a The instrument should not add to the fire hazard.
(e) The instrument should not require frequent prim-

ing to eliminate air or other gaaes horn the lines lead-
ing to the indicator. This procedure is necessary in
the ordinary venturi type.

(j_) If other requirements are met, an over-all error
as great as 6 percent may be tolerated in flow meters
for general service use.

l?UE1-~01’?METEEtS

V?JNTURITYPE

A diagram of the venturi fuel-flow meter is shown
in figure 49. The parts consist of a venturi tube, a
differential pressure gage, and connecting tubing.
The venturi tube is inserted in the fuel line leading
to the carburetor and, as is shown in the figure, is
connected with the indicator by means of two copper
tubes of small bore.

One tube connects the throat section of the Venturi
tube with one side of the diaphragm, or, more exactly,
to the interior of a diaphragm capsule, and the other
connects the entrance section of the Venturi to the
case of the indicator. When fuel flom the fuel
pressure is less at the throat section than at the
entrance, which dillerence is indicated by the gauge.

The differential pressure developed by the Venturi
tube (reference 53) crin be obtained by means of
Bernoulli’s theorem, which may be stated as follows:
The total energy of a liquid flowing in a pipe is equal
at one point, if frictional effects we neglected, to the
total energy at any other point. If the pipe is hori-
zontal, the theorem may be expressed mathematically
as follows:

(16)

where PI and Pz are the static pressures, and VI and Vz
the velocities at the points 1 and f?, respectively. D
is the density of the liquid and g the acceleration of

grm’i~.

QSubstituting-: for VI, ~ for V~, and P for PI –PS in

the above expression there is obtained

Q’J%Z% (17)

Here Q is the average volume rate of flow, and al and a%
the cross-sectional areas of the pipe at points 1 and ,!!
respectively.

Applying equation (17) to the Venturi tube, the last
term, designated M, is called the geometrical constant
of the Venturi tube since it depends only upon the areas
of the entrance and throat sections. Rearran@g

J~y
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equation (17) and substituhg M for its equivalent

there results

Q2D
P-(m) ~ (18)

Inspection of equation (18) shows that the differen-
tial pressureP increases as the geometrical constant M

decreases. A large value of P is desirable in order to
permit the use of as rugged an indicator as possible.
A small value of M is obtained when the area G of the
throat section is small compared with the area al of the
entrance section. Referring again to equation (18) it
may be seen that an error in indication is introduced
by deviations of the deti~ of the fuel from the v-she
used in calibrating the instrument. For small changes
in the density of the fuel the reading of the instrument
at a given volume rate of flow increases one half percent
for each 1 percent increase in the density.

There is considerable objection from the viewpoint
of safety of the pilot in an accident to having fuel at the
instrument board. In the ordinary instrument the case
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is completely iilled with fuel and the cover glass is
required to retain it under the pressure of the fuel
pump. As a further safeguard the Bureau of Standards
has recently developed for the Bureau of Aeronautics
of the Navy Department an indicator which contains
two pressure-sensitive capsules. The venturi tube is
connected to the interior of the capsules, and fuel
therefore does not fl the case of the indcator. The
arrangement of the mechanism is such that it is prac-

}
/

k!!

tidy insensitive to %ia-
tions in the pressure devel-

oped by the fuel pump, but

is responsive to variations

in the differential pressure

developed by the venturi

tube.

FIGURES1.-Orificaand W tYFE
fnd-aowmeter.

A p- ~Cld@ with
venturi flow meters of the
conventional type is the ne-
cessity that the lines to the
indicator and the pressure
capsules be entirely fled
with liquid. The presence
ofairor gasin the lines
causes errors so large a9 to
make the indication worth-
less. Each of the lines can
be vented to the atmos-
phere at the indicator etid,
but this is not a safe pro-
cedure under all conditions.
Comecting the lines to
each other at their highest
points through a valve has
been suggested, thus utiliz-
ing the d.iilerentialpressure
of the venturi tube to clear
the lines of gas. This ar-
rangement works only when
the installation is such that
the head of gas in the lines
to the indicator is less than

the di.ilerential pressure developed by the venturi tube.

VARIMiLE ORmCE FLOW METER

A diagram of the variable oriiice fuel-flow meter as

modiiied by GrifEith (reference 55) is shown in figure

50. Referring to the figure, a sink S having a lmife-

edged disk for its upper surface, is free to move ver-

tically along the axis of a tapered tube, T, being guided

in its movement by a central post. The sink carries

a pointer to indicate its position with reference to a

scale graduated in weight of fuel per hour and afiixed

to the body of the tube. l?uel entering the lower end

of the instrument raises the sink until its weight is

balanced by the dynamic pressure of the fuel against

it. The fuel passes through the annular orifice between

COMMJTCEE FOR AERONAUTICS

the edge of the disk and the tapered tube and then out
through the upper end of the instrument to the cmbu-
retor. It follows that the drop in pressure across the
instrument is constant.

When the rate of flow of fuel is constant the sink is

suspended in equilibrium by a system of forces related
as follow’s:

(19)

where Df is the density of the fuel, V the velocity of the

fuel through the ofice, W=the weight of the sink when
submerged in the fuel and A the mea of the disk. In this
equation the left-hand member represents the dynamic
pressure exerted upward against the under side of the
sink. The right-hand member represents the down-
ward pressure due to the weight of the submerged sink

Efowever,
Wa=gv(D,– D/) (20)

where v is the volume and D, the density of the sink.
Substituting this value of TV=in equation (19) and
solvirw for V,

dv= 29v(D,– D,)
AD/ (21)

The equation for the mass rate of flow through an

oriiice is as follows:
M= KaVDr (22)

where IM is the mass rate of flow of the fuel, K the
discharge coe5cient, and a the area of the orifice.

Substituting for V from equation (21)

““’’WWP (23)

Since the vertical displacement of the sink determines
a, the area of the oritice, it is also a measure of the maas
rate of flow fM.

Inspection of equation (23) shows that, for a given
mass rate of flow the reading of the instrument, which
is proportional to a, and the densitica of the fuel and
sink have the following relation:

(24)

h order that there be a minimum change in the
reading with variations in D~, it is necessary that the

derivative with respect to llJ of the right-hand mem-

ber of equation (24) equal zero. This is the case when

D,= 2Df; that is, when the density of the sink is twice
the densi~ of the fuel. If this relation holds for one
density of the fuel, the error in indication is only 0.8
percent for a variation of 12 percent in the fuel density,

Up to the present the instrument is stated to bo
useful only in flight testing. It is not used on service
airplanes mainly because of the added complication
in installing and maintaining the fuel lines and partly
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because of the difficulty of iimling a suitable place
to install an instrument of such an unusual shape.
In common with other types of flow meters, all of the
fuel must pass through the instrument and therefore
close to the pilot, which, in view of the window entails
an extra hazard in case of accident. The fuel just
ahead of the instrument must be illtered, since it is
sensitive to minor obstructions in the flow. A bypass
is usually provided.

VANETYPEFLOW-METER

In the R.A.E. (British) vane type flow meter, the
pressure of the flowing fuel upon a rotatable vane is
balanced by the action of a spring (references 5, 11,
and 17). The axis of the vane is offset from that of
its case, so that the space between the case and the
vrme, or orifice, varies with the position of the vane.
In effect it is a variable oriiice, variable pressure drop
type instrument.

Difficulties are experienced in obtaining the same
state of turbulent flow under all conditions of use.

charge of the fuel to the individual cylindem. Some
form of revolution counter is attached either directly
to the wabble plate shaft or indirectly by means of a
flexible drive shaft.

The fuel-consumed meter is highly accurati (in
instruments available the error does not exceed 0.01
gallon per gallon of fuel delivered). It is readily
installed by inserting it at any convenient point in
the fuel line between the fuel pump and the carburetor.
Since the total quantity of fuel used is indicated it
may be used as an independent, although not certain,
means of determiningg the quantity of fyel remaining
in the tank. Average rates of flow may be obtained
by measuring the time with a stop watch for a selected
volume of flow, but this procedure is unsatisfactory
in general servica An objectionable feature is the
danger of restriction to the flow of the fuel which neces-
sitates the installation of a manually operated bypass.
There is the further disadwmtage in the necessity
for tight stuiling boxes in the instrument with a
mechanical method of transmission, and the fire

FIGURE61.—’’TVe3tnrn”fuel.mmmal meter.

Bubbles of gas in the fuel, which appear with increase
in the altitude of flight, affect the readings. The above
two difficulties appear to be inherent so that the instru-
ment remains an experimental type. As the force
on the spring varies as the square of the rate of flow,
the force decreasea rapidly with the rate of flow, so’
that low rates cannot be measured.

FUEL-CONSUMED METERS

The fuel-consumed meter is i-ssentially a displace-
ment pump equipped with a counting device for inte-
grating the revolutions of the pump shaft. The
counting device is usually graduated in terms of volume
of fuel flowing through the pump. Pump units usually
have five cylinders with their axes parallel and arranged
symmetrically around the shaft.

A design tfiical of the fuel-consumed meter is shown
in figure 61. The five pistons are connected to wab-
‘ble plate A which is pivoted to shaft B by means of
a large ball bearing set at an aagle to the shaft. With
this arrangement the reciprocating motion of the pis-
tons causw the shaft, to rotate. A valve plate which
is rotated by the shaft controls the delivery and dis-

m

hazard in the instrunmnt with an electrical transmis-
sion system to the indicator.

Bowmr(

The Bowser fuel consumed meter is distant indicab

ing. The pump unit includes an electrical make-and-

break mechanism which is connected to the wabble

plate shaft and is submerged in transformer oil in order

to eliminate the danger from sparking. The indicator

unit consists of a counter operated by a solenoid the
electrical circuit of which is interrupted by the make-
and-break mechanism. The power is furnished by a
12-volt battery or its equivalent. The pump capaci~
is such that every time the solenoid is energized, which
is twice in every revolution of the wabble plate shaft,
0.01 gallon of fuel is delivered. One hand of the counter
makes one revolution for each gallon of fuel consumed
and indicates by steps of 0.01 gallon. Another hand
is provided which rotates once for each 10 gallons. A
pressure varying from 0.25 to 0.50 pounds per square
inch is required to operate the pump unit. The
weights of the pump unit and revolution counter are
9% and 1%pounds, respectively.
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. In this instrument, which is shown in figure 51, the
pistons are made of leather cup washers. The indica-
tion is secured by means of a small revolution counter
attached to the wabble plate shaft. The weight of
the pump unit is 2Z pounds.

COMBUSTION INDICATOR

It is obvious that the most economical functioning of
the engine is obtained when the amount of the combus-
tible gases in the exhaust is relatively small. The
Moto TZta combustion meter (reference 57) indicates
the energy available in the unburned gaseous products
in the exhaust of the engine.

The instrument is based upon the catalytic property
of heated platinum to cause chemical combination, or
combustion, upon its surface of a mixture of combusti-

AMlyziq wires

D

:
i :

1.11]

Andyzlng
chamber. .
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regulator is used to compensate for variations in the

voltage supply.

The exhaust gases consist principally of methane

(~), carbon monoxide (CO), hydrogen (H,), and
more complex compounds. In burning, these gases
Iiberate widely varying amounts of energy per mole-
cule and thus the heating of the exposed wires depends
upon the composition as well as the amount of the
combustible gases. The instrument therefore indi-
cates only the latent calorific value of the energy
remaining in the exhaust.

The combustion indicator indicates the efficiency of
combustion without regard to any design charactwis-
tics of the engine, viz, speed, power, etc., is distant
indicating, require9 no modification of the fuel line for
its installation, and is applicable to heavy-oil engines ~
as well as those burning lighter fuels.

Plofincm

I PlofinLn
I

l—111111111~
k Bat fery

FIGUREB2-Dhgmmof mmbnstionindlmtar.

ble vapom and oxygen. It is cssentkilly an unbal-
anced Whemstone bridge an electrical diagram of which
is shown in figure 52. It has three parts-the com-
bustion element, the indicator, and a battmy. The
four platinum wire resistancesof the Whetstone bridge
are mounted in the combustion element, or analyzing
chamber, so that a constankratio mixture of exhaust
gas and air passes over them. Two of the wires are
protected from the exhaust gases by means of tubing,
presumably glass. All of the wires are heated elec-
trically, including the nonactive ties, in order to-.
avoid errors due’ ~ differences in temperatures. “ Since
all four legs of the bridge are mounted in the analyzing
chamber and are therefore at the same temperature,
as long as only noncombustible gases are present, their
resistances increase equally and the circuit remains in
balance. Upon the admission of a “mmture of a com-
bustible gas and air, combustion occurs only on the
surface of the bare wires, which increas~ their temper-
ature, and consequently their resistance, over that of
the covered wires of the bridge. A ballast type voltage

LABORATORY TIkYIING OF FUEL-FLOWINDICATORS

APPARATUS

The apparatus used in the calibration of fuel-flow

meters and fuel consumed meters cotits of an elevated

tank, a graduated flask, a supply tank, and a return

pump driven by an induction motor. The instrument

is connected at a point in the copper tube line from the

elevated tank to the graduated flask so as to be sub-

jected to the desired head of liquid. The fuel flows

under gravity from the elevated tank, through tho

instrument being tested, and then into the graduated

flask tim which it is dumped into the supply tank.

The pump then returns the fuel to the reservoir. In

practice the pump is operated continuously, so that,

regardless of the rate at which the fuel is passing through

the instrument, practically a constant head of fuel is

maintained in the reservoir, the excess fuel being con-

ducted to the supply tank through an overflow pipe,

At each twt point the average volume rate of flow of

fuel is obtained by measuring with a stop watoh the
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time required for a definite quantity of fuel to flow
into the mensuringflask. The rate of flow is controlled
by means of a variable orifice. .

TESTS

Up to the prcsen$ tests on flow meters,fuel-consumed
meters, and combustion meters have not been stand-
ardized, nor have they been developed so as to de-
termine the petiormance of the, instrurnenk under all
of the conditions of use on aircraft. Development of
these tests for flow meters has not been justified in
view of (a) the large gap between the ideal character-
istics and the actual performance and (6) the conse-
quent fact that the instruments are used but little.
I?uel-consumed meters have a fine performance in most
respects but are little used on aircraft mainly because
they do not indicate directly either the fuel flow or
fuel quantity available, and partly owing to the
somewhat unsatisfactory design of the mechanism for
securing distant indication. Combustion indicators
are highly experimental with respect to their usefulness
and appear, in the present design, to be insui%ciently
rugged for service use on airplarms.

Only the primary tests on flow meters and fuel-
consumed meters will be described.

Scale error.-The scale errors of both fuel flow
meters and fuel-consumed meters are determined by
merms of the apparatus described above. The scale
error of the instrument under test is the difference
between its rending and the average rate of flow. me
liquid used should have very nearly the density of
that used as the standard in calibrating the instrument,
otherwise a correction must be made baaed on the
experimentally determined effect of the variation from
this density.

Density effect.-The effect of variation in the den-
sity of the fuel is determined by scale error tests in
which two or three fuels, cirequivalent liquids of vari-
ous densities, are used successively. Since the effe6t of
changes in density is predicted theoretically for most
available types of flow meter, and is presumably zero
for the fuel-consumed meter, the test needs to be made
only once on each type in order to establish theevalidity
of the predicted effect.

Pressure error.-The effect of variatiori of fuel
pressure on the reading of an instrument is obtained
from scale error tests in each of which the instrument
is subjected to a different head of liquid. These
herds are within ,the extremes of pressure which may
occur in service. It is obvious that the effect should
be negligible within small limits for both flow meters
and fuel-consumed metem.

The power to operate, or the prcssnreOther testa.—
drop across, fuel-consumed metem must be reasonably
small in comparison with the ordinary vilue of fuel

prewre. I?nrther
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theirreading should be independ- .
ent, within reasonable limits, of-the rate of flow. -

In addition to the above tests, flow meters and fuel-

cmsumed meters should conform to the usual require-

ments for aircraft instrumeniw relative to (a) freedom

from position error, (b) vibration eflects and (c) opera-

tion in the temperature range which may be experi-

enced. The tests for these errors are similar in nature

to those described for pressure gagea or tachometers.

~OLD PRlIX%3URE GAGES

Supercharging is accomplished either (a) by increas-

ing the pressure of the air entering the carburetor or,

more commonly, (b) by increasing the pressure of the

fuel-air mixture after it, leaves the carburetor and

before it reaches the engine. In order to control the

amougt of supercharging it is necessary for the pilot

ta know the absolute pressure of the air or fuel-air

mixture after leaving the superchmger. The instru-

ment used to indicate this pressure is now known as a
“ mtiold pressure gage”, but until 1933 was called
a “ superchmger pressure gage.”

In case method (a) is used, the fuel pressuremwt be
in excess of the supercharger outlet pressure and the
installation of the fuel prewre gage must be such that
this excess is indicated. This is accomplished by
maid.ng the case of the fuel pressure gage airtight and
connecting it to the carburetor. This type of fuel
pressure gage and the supercharger gage are some-
times combined to form a unit lmown as a “ super- “
charger g~e unit.”

DESC~~ONOFGAQE

The manifold pressure gage is essentially an aneroid
altimeter with a leak-tight case. As shown in figure
53, the instrument contains a diaphragm capsule;
which is evacuated, and a suitable mechanism for
multiplying its deflections. As is now the usual
practice in this country, the diaphragm capsule is
without a restraining spring, except for the hairspring.
The range of the latest instrument is fkom 10 to 50
inches of mercury of absolute pressure. Instruments
constructed before 1933 were calibrated in altitude
unitswith a range, as shown in figure 53, from —10;000
to +20,000 feet (13.75 to 42.45 inches of mercury).
& knowledge of the absolute pressure is required,
the dial is nonadjustable, in contrast with that of the
altimeter. In the latest dtwign an adjustable dial,
visible through a circumferential slot in the main dial,
isprovided in order to indicate permanently the sllow-
~ble degree of supercharging for the particular engine.
The inside of the case is connected by means of metal
tubing to the intake manifold of those engines in
which the fuel-air mixture is compressed and to the
carburetor of those in which only the air passes through
the superchmger.
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Since the accuracy required of the manifold pressure

gage is not as great as in the caii of the rdtimetar, its

construction from this angle pr~ents no great dif6-

culty. The case is specified to be leak tight and strong

enough to withstand a pressure abcve atmospheric of

----- ---
—

/’
I

FIQIJEE63.-3hnJlold or snpxrhrga pressnregage.

20 pounds per square inch. Cover glasses one eighth
inch thick and of the diameter- required have been

found on the average to withstand a differential

pressure of over 25 pounds per square inch. It is

further neceswuy to design the diaphragm capsule

and meohanism to withstand reasonable pr~ures

above and below the range. Surges in the pressure

within the instrument case are greatly minimized by

the insertion of a capillary tube in the fitting attached

to the ease. This is accomplished most simply by

threading the hole in the fitting and inserting a machine

screw to the proper depth.

The case of the instrument is of the standard 2%

inch dial size and is usually made of a phenol condensa-

tion product. The instrument weighs g ounces.

APPARATUSl?ORTESTINGGAGES

The apparatus required to make the scale error teat

is shown diaggammatieally in figure 54. A hand

pump P is used to obtain pressures above atmospheric
and a vacuum pump S to obtain those below atmos-

pheric. The difference in height of the mercury col-

umns of the manometer is measured at each test point.

To obtain the absolute pressure requires in addition

the value of the atmospheric pressure which requires

reading a mercurial barometer.

The heights of the.mercury column of the manometer

and barometer must be corrected for scale error rmd

reduced to the standard conditions of temperature

and acceleration of gravi@-. It is assumed that the

scale errors are either negligible or known. The reduc-

tion to standard temperature can be made by sub-

tracting 16 x 10-6 mm per mm (or inch per inch) of

height of column for every degree centigrade the

manometer or barometer is above 0° C. The reduc-

tion to the standard value of the acceleration of gravi-

ty can be made by subtracting 8 x 10-6 mm per mm

(or inch per inch) of height of column, for each degree

of latitude the station is below 45 degrees. Similarly

when the latitude exceeds 45 degrees this amount is

added. The above constants are first order approxim-

ations which are sufficiently accurate for use in

testing supercharger pressure gages. The absolute

pressure when above atmospheric, is obtained by
adding the corrected height of the manometer mer-

cury column to the corrected barometer reading, and

when below atmospheric, by subtracting it from the

barometer reading.

For gag= calibrated in altitude units the altitude in

the standard atmosphere corresponding to the pres-

sure is then obtained from convenient tables. The

Mercury manome fer-

1

A/an!fold pressu-e or ~ “ F
superchwger gages
on mounfing board P s

l+hGWRE64.-A~tns for t@hg manffoldor6uP@2h8rgwPresm%gogw

standard altitude-pressure table (reference fl) is given

in table H.

It should be noted that other procedures may be

followed in reducing the column heights to those under

standard ~.nditions. Tables of the corrections such

as those green in the Smithsonian Meteorological

Tables are preferred by most observem.
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TABLE II

ALTITUDEPRESSURE TABLE FOR CALIBRATING
MANIFOLD PRESSURE GAGES

-IQ(W
-o, ml
-& m
-7, m
-$ 0)0
–b! m
-$ m
-3! m
–z m
-Lam

o

;%

m
3.000

1,07s.1
1,0U2
1,007.2

!RJ
W17.8
Em 6
840.1
81Ll 6
m. 9

700.0
7329
7W6
@L 1
m3.3
8323

~~
ti 31
.37.01
M 74
24.’51
3%31
3216
3L 02

29. !32
2?3.86
27.82
28.81
25.84
24. m

U&dq

m. 9

E:
643.2

6226
m6
4s3
404.5
440.4
428.8
41L8
39&3
379.4
38L0
349.1

ncbf9 of
~

am
23.G9
229.
2LB

m6s
19.70
19.C3
la 2!a
17.57
Mm
I&21
16M
1494
14.w
1375

A standard for measuring the pressure more conve-
nient and logical than the manometer and barometer
combination is an altitude mercurial barometer in
which the tube and scale aremade long enough to meas-
ure nlso the pressures above atmospheric.

For detemnining the scale errom at airports or other
field stations, apparatus similar to that shown in
figure 54 is required except that the mercury manom-
eter is eliminated. A calibrated supercharger or
manifold pressure gage is used as the standard and
is installed on the mounting board together with. the
instruments under test.

The temperature chambe~ and vibration board for
testing the gages for the effect of temperature and vi-
bration are simi.laxto those described in section A of
Laboratory Testing of Tachometers.

PBRFOEhXANCEOFGAGM

The scale errors of a manifold pressure gage are
determined by comparing its reading at a number of
points over the range of indication with the pressures
determined by means of a mercug- monometer and
barometer or its equivalent. The readings are’ made
while the pressure is held constant both for decreasing
and increasing pressures.

GAGE CALIBRATEDm ALTITUDEUrrrra

The results of a scale error test made on a high
quality instrument calibrated in altitude units as
shown in figure 53 are given in table III, in which a pos-
itive sign means that the instrument reads too high and
a negative sign, too low. It should be noted that the
least reading of the instrument is 50 feet and that the
highest accuracy is required at and near zero altitude,
at which point a reasonable tolerance is an error of
250 feet.

The effect of changea in temperature of the gage
upon the scale errors is obtained in tests m~de at + 45°
C. and – 35° C. The scale errors at these tempera-

tures of the instrument referred to above are given in
table Ill. The average chahge in reading in this
temperature interval is 310 feet, for which a reason-
able tolerance k 350 feet. The change in reading at
zero altitude should be small, not ~xcedg
200 feet.

TABLE III

SCALE ERRORS OF A MANIFOLD PRESSURE

*W o.

–M
o

+10!
+60

o

+45”o.

, m-

-w c.

–m

–%1
–W
–m
–ml
–la
–Ifs
–m
–m
–2K1
–am
–3m
+Cn)
–m

about

GAGE

The instrument is tested on the vibration ammratus
for the amount of pointer oscillation in the f~~quency
range 1,000 to 2,000 c.p.m. and for ch~~e in zero
reading resulting from 3 hours’ vibration. No parts
should work loose. The pointer should not oscillate
with respect to the dial more than an amount equal
to about 200 feet. The ch~~e in rea~~ at zero
altitude of good quality instruments does not exceed
100 feet, or twice the least reading.

The damping of the instruments has been found to
be satisfactory if the time for the reading to change
from 20,000 to 5,000 feet, when the inside of the case
initially at a presmre corrwpondiug to 20,000 feet of
altitude is suddenly opened to the atmosphere, is be-
tween 1 and 2 seconds.

The instruments may be’ subjected in service to
diilerential pressures equal on one hand to those of the
maximum altitude of flight of the aircraft and on the
other hand to positive pressure-s,O-O to surges, in
excew of that corresponding to – 10,000 feet of alti-
tude. Their effect on the calibration should be negli-
gible. h outside practical limits, absolute pressures
of 7 and 25 pounds per square inch are selected. The
instrument is given scale-error tests before and after
being subjected to these pressures and has been found
to have average changes in scale errors within the least
reading or 60 feet.

The position error is the change in reading of the
instrument when it is oriented from the normal posi-
tion of dial vertical and pointir vertical to any other
position. This change does not exceed the least read-
ing, or 50 feet, in well-balanced instruments.

The case of the instrument must be leak tight against
the diilerence in pressures corresponding to that be-
tween altitudes of – 10,000 and +20,000 feet.
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The instrument case should, as a safety provision,
withstand a differential pressure greatly in excess of
that corresponding to the presmre rimge of the instru-
ment. The cases are made to withstand while sub-
jected to vibration a pressure of 20 pounds per square
inch. Sample cases without the mechmi.srn are tested
and are considered satisfactory if leak tight after the
application of the pressure.

GAGE CaIERA~D TO RmKD PRESSURE

The manifold pressure gage “cdibrnted to read in
units of pressure ilom 10 to 50 inches of mercury for a
pointer motion of about 320° of arc is given the i%sts
described for the gage calibrated in altitude. No test
results are available on the premure-indicating instru-
ment. On the basis of the results on altitude-reading
gages reasonable tolerances are as follows: Scrde error,
0.26 inch of mercury; average chamgein reading due to
temperature, 0.5 inch of mercury; change in reading at
30 inches of mercury due to temperature, 0.2 inch of
mercury; pointer oscillation under tibration, 0.2 ~ch
of mercury; ch~oe in reading due to vibratioq 0.16inch
of mercury; and position error, 0.1 inch of mercury.
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